
SERVICE BULLETIN

HOLMBERG GMBH & CO. KG
Ohlauerstraße 5-11
D - 10999 Berlin
Telephone: 030-617 80 - 0
Telefax: 030-618 40 94
FSCM: D 9240

ENGINEERING ORDER NO.:  001 ATA SYSTEM:  23

T I T L E : EXCHANGE OF HEADBAND'S  METAL STRAP FROM BOOMSET
P/N 1046GT2102-SERIES

1. PLANNING INFORMATION

(1) This Service Bulletin is applicable to all Boomsets with P/N 1046GT2102-
SERIES, 1441GT....., 1041GT..... and all headsets with P/N 1041.... and
1441... with no amendt mark (number) one (1)

(2) Spare: MODIFICATION KIT  P/N 33-04-00005

The Modification Kit contains: 2 metal straps, item 1, Fig. 1 of SB,
2 rivets, item 2, Fig. 1 of SB,
2 tubular rivets, item 3, Fig. 1 of SB,
1 identification sticker.

NOTE:  Order the Modification Kit with P/N and S/N of the boomset!

A. REASON

With a lot of power (5 kg !) it is possible, that the metal straps of the
headband assy (item 160, Fig.7 of the CMS 23-51-06) come loose from

the tubular rivets (item 200, Fig. 7 of the CMS 23-51-06).

This SB describes the exchange of the old metal straps with modified
metal straps.

B. DESCRIPTION
Accomplishment of this SB consists of:

(1) Removal of the old metal straps.
(2) Installation of the new one.
(3) Fasten the new metal straps.

DATE: Nov 10 / 93       SERVICE BULLETIN NO.: 1046-23-01

       Page 1 of 4



SERVICE BULLETIN

3

1

2

New position of the
identification
sticker

Boomset Assy

Figure 1

C. COMPLIANCE
Recommended

D. APPROVAL
None

E. MANPOWER
The modification described in this SB use approximate 10 minutes.

F. MATERIAL, COST AND AVAILIBILITY

(1) Material
The Modification Kit contains all materials to modify the boomset.
The Kit can be ordered with P/N 33-04-00005 from HOLMBERG.

(2) Cost and Availibility
The price of the Modification Kit is DM 17.80.
The delivery time is 30 days.

G. TOOLING-PRICE  AND  AVAILIBILITY
None

H. REFERENCE
Service Bulletin A320

J. PUBLICATIONS  AFFECTED
Component Maintenance Sheet  23-51-06
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Installation

Figure 2

2. ACCOMPLISHMENT  INSTRUCTIONS

A. REMOVAL OF THE OLD METAL STRAPS
(Refer Fig. 7 of CMS 23-51-06 and Fig. 1 of SB 1046-23-01)

Remove the Headpad (item 10, Fig. 7 of CMS 23-51-06)
Cut the rivets (2 and 3) with a side cutting pliers.
Remove the metal  straps (1).

B. INSTALLATION OF THE NEW METAL STRAPS

Install the metal strap according Fig. 2.
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Installation

Figure 3

C. FASTEN THE NEW METAL STRAPS

(1) To lock the tubular rivet (3) use a small hammer and a centre punch.
See also Fig. 3.
(2) To lock the alumium rivets use carefully a small hammer.

See also Fig. 3.

(3) Exchange the identification sticker and fillout the Amendt -field with
"1". Use a waterproof pencil !

(4) Install the headpad.

B. TEST
Check the connection between metal strap and Boomset.

3. MATERIAL INFORMATION

None
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