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D - 10999 Berlin

Telephone: 030-61780-0

Telefax: 030-618 40 94

FSCM: D 9240

ENGINEERING ORDER NO.: 001 ATA SYSTEM: 23
TITLE: EXCHANGE OF MICROPHONE'S BOOM FROM BOOMSET

P/N 1046GT2102AY WITH AMENDMENT 3

1. PLANNING INFORMATION

(1) This Service Bulletin descripes the exchange of the boom from boomset
1046GT2102-SERIES.

(2) Spare: BOOM AND RECEIVER ASSY P/N 33-04-00088
(4) Boomsets with stronger booms are manufactured after Oct 1995, starts

with the serial number 095546 and marked with AMENDT. 4.

A. REASON

The first manufactured turning-parts of the boom are not strong enough, thus
the boom does not hold the position of the microphone.

B. DESCRIPTION

Accomplishment of this SB consists of:
(1) Removal of the old boom.

(2) Installation of the new one.
(3) Test of the new boom.
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C. COMPLIANCE SERVICE BULLETIN
Recommended

D. APPROVAL
None

E. MANPOWER
The modification described in this SB takes approximately 20 minutes.

F. MATERIAL, COST AND AVAILIBILITY

(1) Material
The spare part P/N 33-04-00088 BOOM AND RECEIVER ASSY contains
all materials to modify the boomset.

(2) Cost and Availibility

To exchange the boom of amendt. 3 the spare part is free of charge until
Mar 31/96.

The delivery time is 30 days.

G. TOOLING-PRICE AND AVAILIBILITY
None

H. REFERENCE
No A/C SB

J. PUBLICATIONS AFFECTED
Component Maintenance Sheet 23-51-06

2. ACCOMPLISHMENT INSTRUCTIONS

A. REMOVAL OF THE OLD BOOM
(Refer Fig. 9 of ACMM 23-51-06 and Fig. 1 and 2 of SB 1046-23-04)

According para. 4, DISASSEMBLY, of the ACMM remove earpad and the cover plate
on boom-side.

Resolder the wires of the receiver and microphone from the amplifier.

Cut the tubular rivet (item 200, Fig. 9 of ACMM 23-51-06) with a side cutting
pliers on the boom side.

Remove the headband (item 160, Fig. 9 of ACMM 23-51-06).

Remove the grooved pin according Fig. 1.
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Srooved

Removal of the grooved pin
Figure 1

Remove the old BOOM AND RECEIVER ASSY according Fig. 2 (e.g. with a small
screwdriver).

CAUTION: The connection is very strong, pay attention for your hand !
(]

Removal of the old boom
Figure 2

B. INSTALLATION OF THE NEW BOOM

Install the new boom according para. 5, ASSEMBLY, of the ACMM 23-51-06.
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C. TEST OF THE NEW BOOM

(1) Mechanical (Ref. Fig. 3)

To bring the microphone's boom into the right position to the user's month, two
steps are necessary:

Use the turning part (1) first to bring the boom in the main position.
The turning part has a click-stop device.
The moving of this device must be strong enough to fix the boom in the position.

Use the flexible tube (2) of the boom to bring the microphone directly in front of
the month.

Positioning of the boom
Figure 3

(2) Electro-acoustical (Ref. ACMM 23-51-06, para 3, CHECK)

Check the receiver and the microphone according ACMM 23-51-06.

3. MATERIAL INFORMATION

None
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