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Montage- / Demontageanleitung 

Assembly / Disassembly instructions 

 

für / for 

 

„Funk 750“ & „Funk 75“ 
ohne Kabel und Kapseln 

without cable and capsules 

 

Artikel Nr. / Item Number 

88-13-(X) 

88-14-(X) 
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Allgemein / Scope 

Diese Anleitung beschreibt die Demontage und Montage der Gehäuse der Funkgerätegarnituren Funk 750 und 
Funk 75 
 
This instruction describes how to disassemble / assemble the casing of the handset Funk 750 and Funk 75. 

Werkzeug / Tools 

Schlitzschraubendreher, 0,8 x 4,0 
 
Slot screwdriver, for slotted screws, 0.8 x 4.0 
 
bzw./ resp. 
 
Schraubendreher Torx T10 
 
Screwdriver Torx T10 
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Demontage / Disassembly „Funk 750“ 
 

This document is property of Holmberg GmbH & Co. KG. 
It shall not be partially or totally reproduced, lent to a third party or used against the aforementioned Company. 

1.1 

 

Die beiden Schrauben mit dem  
Schraubendreher lösen und 
herausnehmen. 

Unscrew both screws with a screwdriver 
and put them aside. 

   

1.2 

 

Die Unterschale auf einer festen 
Unterlage mittig langsam nach unten 
drücken. 

Push the lower shell slowly at center on a 
firm surface to the bottom. 

   

1.3 

 

Die Ober-und Unterschale lassen sich 
somit voneinander trennen. 

This way the upper and lower shell can be 
separated from each other. 
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Demontage / Disassembly „Funk 750“ 
 

This document is the property of Holmberg GmbH & Co. KG. 
It shall not be partially or totally reproduced, lent to a third party or used against the aforementioned Company. 

1.4 

  

Die beiden Schalen vorsichtig aufklappen. 

Carefully separate shells from each other. 

   

1.5 

 

Ende der Demontage 

End of disassembly 
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Montage / Assembly „Funk 750“ 
 

This document is the property of Holmberg GmbH & Co. KG. 
It shall not be partially or totally reproduced, lent to a third party or used against the aforementioned Company. 

2.1 

  

Achtung! 
Auf die Rasthaken achten! 

Caution 
Pay attention to the locking hooks. 

   

2.2 

 

Die Rasthaken der Oberschale in die 
Nuten der Unterschale einhängen. 

Slide the locking hooks of the upper 
shell into notches of the lower shell. 

   

2.3 

 

Beide Schalen vorsichtig und langsam 
zusammenklappen. Auf beiden Seiten 
Ober- und Unterschale gleichzeitig 
zusammen drücken. 

Fold both sides carefully and slowly. 
Press upper and lower shell together at 
both sides simultaneously. 
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Montage / Assembly „Funk 750“ 
 

This document is the property of Holmberg GmbH & Co. KG. 
It shall not be partially or totally reproduced, lent to a third party or used against the aforementioned Company. 

2.4 

 

Beide Schrauben lose eindrehen und 
dann mit dem Schraubendreher 
festziehen. 

Ende der Montage. 

Finally both screws have to be tightened 
with the screwdriver. 

End of assembly. 
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Demontage / Disassembly „Funk 75“ 
 

This document is the property of Holmberg GmbH & Co. KG. 
It shall not be partially or totally reproduced, lent to a third party or used against the aforementioned Company. 

3.1 

 

Die beiden Schrauben mit dem  
Schraubendreher lösen und 
herausnehmen. 

Unscrew both screws with a screwdriver 
and put them aside. 

   

3.2 

  

Die Unterschale auf einer festen Unterlage 
mittig langsam nach unten drücken. 

Push the lower shell slowly at center on a 
firm surface to the bottom. 

 
 

 

3.3 

 

Die Ober-und Unterschale lassen sich somit 
voneinander trennen. 

This way the upper and lower shell can be 
separated from each other. 
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Demontage / Disassembly „Funk 75“ 
 

This document is the property of Holmberg GmbH & Co. KG. 
It shall not be partially or totally reproduced, lent to a third party or used against the aforementioned Company. 

3.4 

 

Die beiden Schalen vorsichtig aufklappen. 

Ende der Demontage 

Carefully separate shells from each other. 

End of disassembly. 
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Montage / Assembly „Funk 75“ 
 

This document is the property of Holmberg GmbH & Co. KG. 
It shall not be partially or totally reproduced, lent to a third party or used against the aforementioned Company. 

4.1 

 

Rasthaken der Oberschale in die Nut der 
Unterschale einbringen. 

Locking hooks of the upper shell have to fit 
into locking notches of the lower shell. 

   

4.2 

 

Beide Schalen vorsichtig und langsam 
zusammenklappen und einrasten. 

Carefully and slowly match upper and lower 
shell and press them together. 

   

4.3 

 

Beide Schalen vorsichtig zusammendrücken. 

Carefully press both sides together. 
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This document is the property of Holmberg GmbH & Co. KG. 
It shall not be partially or totally reproduced, lent to a third party or used against the aforementioned Company. 

4.4 

 

Beide Schrauben lose eindrehen und dann 
mit dem Schraubendreher festziehen. 

Ende der Montage. 

Finally both screws have to be tightened with 
the screwdriver. 

End of assembly. 

 


