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HOLMBERG GMBH & CO. KG

Ohlauer Straße 5-11
D-10999 Berlin
Telephone:+49-30-617 80 - 0
Telefax: +49-30-618 40 94
E-Mail: support@holmco.de

FSCM: D 9240

ENGINEERING ORDER NO.: 001 ATA SYSTEM:  23

T I T L E : SPARE PART CHANGING OF HANDSET-SERIES 71K...

1. PLANNING INFORMATION

(1) This Service Information Letter is applicable for all Handsets of the series P/N 71K...  described
in CMS 23-41-03, 23-41-06 and 23-51-04.

(2) Spares:

(a) P/N 30-27-00001, CORD WITH PLUG

New spare parts:

P/N 30-27-00003 COILED CORD

P/N 14-15-00092 PLUG BPO 316

(b) P/N LGNR 696TZ2, CORD WITH PLUG

New spare parts:

P/N 30-27-00003 COILED CORD

P/N 14-15-00092 PLUG BPO 316

(c) P/N 30-08-00055, CORD WITH PLUG

New spares:

P/N 30-08-00060 COILED CORD

P/N 14-15-00017 PLUG NC-6-MXB (Neutrik)

A. REASON

The manufacturing of the plastic item of the spare parts "CORD WITH PLUG" was ended by Messr.
Ericson and the quantity of HOLMCO stock will be ended in the next time. See also the ADDITIONAL
PRODUCT INFORMATION for 71K-Series, first issue Jan. 1991.
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B. DESCRIPTION

(1) P/N 30-27-00001, CORD WITH PLUG (ref. Fig. 1 and 2)

To complete the CORD WITH PLUG use the old plastic item (1) and install the cord
30-27-00003 (2) according Fig. 1.

Install the plug 14-15-00092 (3) according Fig. 2. Close the plug with the cover (4) and use the
tube (5) for an anti-kink device.

Figure 1

(2) P/N LGNR 696TZ2, CORD WITH PLUG (ref. Fig. 1 and 2)

To complete the CORD WITH PLUG use the old plastic item (1) and install the cord
30-27-00003 (2) according Fig. 1.
Install the plug 14-15-00092 (3) according Fig. 2. Close the plug with the cover (4) and use the
tube (5) for an anti-kink device.

Figure 2
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(3) P/N 30-08-00055, CORD WITH PLUG (ref. Fig. 3 and 4)

To complete the CORD WITH PLUG use the old plastic item (1) and install the cord

30-08-00060 (2).

Install the plug 14-15-00017 (3) according Fig. 4. Close the plug with the cover (4).

Figure 3

Figure 4
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C. COMPLIANCE

Recommended.

D. APPROVAL

None

H. REFERENCE

None

E. MANPOWER

approx. 15 minutes

F. MATERIAL, COST AND AVAILABILITY

Price*
in DEM

Delivery
Time

(1) COILED CORD P/N 30-27-00003 110.00 30 days

(2) COILED CORD P/N 30-08-00060 110.00 30 days

(3) PLUG BPO 316
(with tube, cover and 3 screws)

P/N 14-15-00092 38.50 30 days

4) PLUG NC-6-MXB P/N 14-15-00017 30.00 30 days

(*) This price is valid from Apr 01/95 to Mar 31/96. After Mar 31/96 please use the
actual price list.

G. TOOLING-PRICE  AND  AVAILIBILITY

None

H. PUBLICATIONS  AFFECTED

Component Maintenance Sheet  23-41-03, 23-41-06 and 23-51-04.

2. ACCOMPLISHMENT  INSTRUCTIONS

None

3. MATERIAL INFORMATION

None


