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(COMMUNICATIONS)

T I T L E : HANDSET SERIES 89-01-07XXX  HANDSET SERIES 750T2112-XX 
NEW TEST EQUIPMENT  AIRCRAFT ACOUSTIC TESTER

1. PLANNING INFORMATION

(1)(1) This Service Information LetterThis Service Information Letter describes a new test equipmentdescribes a new test equipment
to test handsets out of theto test handsets out of the SeriesSeries 89-01-07XXX89-01-07XXX (A320, A330,(A320, A330,
A340) and SeriesA340) and Series 750T2112-XX750T2112-XX (A300, A310) inside an(A300, A310) inside an aircraftaircraft
and/or in the shop.and/or in the shop.

(2)(2) Test Equipment "Test Equipment " AIRCRAFT ACOUSTIC TESTER"AIRCRAFT ACOUSTIC TESTER"......

...for 89-01-07XXX...for 89-01-07XXX ........:P/N 98-04-08138:P/N 98-04-08138

...for 750t2112-XX...for 750t2112-XX ........:P/N 98-04-08137:P/N 98-04-08137

(3)(3) The test equipment list of CMM 73-23-01, Revision 6 willThe test equipment list of CMM 73-23-01, Revision 6 will includeinclude
thethe AIRCRAFT ACOUSTIC TESTERAIRCRAFT ACOUSTIC TESTER..

Rev 6 of the CMM will publish in December 1998.Rev 6 of the CMM will publish in December 1998.

A. REASON

Airlines and Aircraft manufacturers had demanded for aAirlines and Aircraft manufacturers had demanded for a testtest
equipment which could beequipment which could be use inside the aircraft to check theuse inside the aircraft to check the
complete audio and passenger address system.complete audio and passenger address system.
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B. DESCRIPTION
The Aircraft Acoustic Tester has 3The Aircraft Acoustic Tester has 3 different signals for testing thedifferent signals for testing the
aircraft equipment (1 kHz Signal, Noise Signal, Externalaircraft equipment (1 kHz Signal, Noise Signal, External SignalSignal
Input). The signal can be selected with aInput). The signal can be selected with a switch on the front side.switch on the front side.
You can select the loudspeaker inside or theYou can select the loudspeaker inside or the receiver (earphone)receiver (earphone)
with a switch onwith a switch on the backside. A battery control LED indicates thatthe backside. A battery control LED indicates that
the Aircraft Acoustic Testerthe Aircraft Acoustic Tester is out of function (low battery). Foris out of function (low battery). For
saving the capacity of the battery the signal generator ofsaving the capacity of the battery the signal generator of thethe
Aircraft Acoustic Tester willAircraft Acoustic Tester will be switched off automatically after 10be switched off automatically after 10
minutes. To switch on the Aircraft Acoustic Testerminutes. To switch on the Aircraft Acoustic Tester again lift theagain lift the
handset to release the PTT button and hook it. Furthermorehandset to release the PTT button and hook it. Furthermore thethe
Aircraft Acoustic Tester can be supplied with a separate voltage.Aircraft Acoustic Tester can be supplied with a separate voltage.

To test headsetsTo test headsets or microphones, an artificial mouth or testor microphones, an artificial mouth or test
loudspeaker can be connectedloudspeaker can be connected to the receiver terminal (selectto the receiver terminal (select
receiver on the backside).receiver on the backside).

C. COMPLIANCE
This SIL is only for information.This SIL is only for information.

D. APPROVAL
NONENONE

E. REFERENCE
NONENONE

F. MANPOWER
NONENONE

G. MATERIAL, COST AND AVAILABILITY
On requestOn request

H. TOOLING-PRICE AND AVAILABILITY
NONENONE

J. PUBLICATIONS AFFECTED
Component Maintenance Manual 23-73-01Component Maintenance Manual 23-73-01
Service Bulletin 89-23-03Service Bulletin 89-23-03
User's Guide Doc.-No.: 29-14-00045User's Guide Doc.-No.: 29-14-00045

2. ACCOMPLISHMENT INSTRUCTIONS
Use the User's Guide Doc.-No.: 29-14-00045 for accomplishmentUse the User's Guide Doc.-No.: 29-14-00045 for accomplishment
instructions.instructions.

3. MATERIAL INFORMATION
NONENONE


