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(COMMUNICATIONS)

T I T L E : HANDSET SERIES 89-01-07XXX  COILED CORD  NEW DIMENSIONS

1. PLANNING INFORMATION

(1)(1) This Service Information Letter describes aThis Service Information Letter describes a modification of themodification of the

coiled cordcoiled cord from thefrom the handset Series 89-01-07XXX withouthandset Series 89-01-07XXX without

Handset Type P/N 89-01-07154.Handset Type P/N 89-01-07154.

(2)(2) Spares:Spares:

CORD, COILED P/N 30-01-00003 (AMENDT. A)CORD, COILED P/N 30-01-00003 (AMENDT. A)

CORD, COILED P/N 30-02-00003 (AMENDT. A)CORD, COILED P/N 30-02-00003 (AMENDT. A)

CORD, COILED P/N 30-03-00003 (AMENDT. A)CORD, COILED P/N 30-03-00003 (AMENDT. A)

(3)(3) After June 1998 theAfter June 1998 the old cord from the manufacturer's stock willold cord from the manufacturer's stock will

be weared out. If the stock is empty, thebe weared out. If the stock is empty, the handsets will behandsets will be

equipped with the new cord and marked with "Amendt. 6".equipped with the new cord and marked with "Amendt. 6".

A. REASON

As a result of the experienceAs a result of the experience of airlines using handsetsof airlines using handsets

and ofand of close co-operation withclose co-operation with DASA theDASA the dimensions of thedimensions of the

handset's coiled cord will be modifiedhandset's coiled cord will be modified to increase theto increase the

lifetime of the cable (cord).lifetime of the cable (cord).

B. DESCRIPTION

The overall coil diamenter of nominal 22.5 mm will be increasedThe overall coil diamenter of nominal 22.5 mm will be increased upup

to nominal 25.5 mm. The dimensions of the old and the newto nominal 25.5 mm. The dimensions of the old and the new cord arecord are

shown in Table 1.shown in Table 1.

C. COMPLIANCE

This SIL is only for information.This SIL is only for information.

D. APPROVAL

NONENONE
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E. REFERENCE

NONENONE

F. MANPOWER

NONENONE

G. MATERIAL, COST AND AVAILABILITY

NONENONE

H. TOOLING-PRICE AND AVAILABILITY

NONENONE

J. PUBLICATIONS AFFECTED

Component Maintenance Manual 23-73-01Component Maintenance Manual 23-73-01

DASA Spec.2373M1E 0007 01DASA Spec.2373M1E 0007 01

HOLMCO Drawing 30-01-00000HOLMCO Drawing 30-01-00000

2. ACCOMPLISHMENT INSTRUCTIONS

NONENONE

3. MATERIAL INFORMATION

NONENONE

MINIMUM NOMINAL MAXIMUM

in mm in inch in mm in inch in mm in inch

Handset
Amendt.

DASA Spec.DASA Spec.

2373M1E 0007 012373M1E 0007 01

Issue 5Issue 5

15.0 0.59 22.5 0.89 25.0 0.98

1 to 5 HOLMCO DrawingHOLMCO Drawing

30-01-0000030-01-00000

Amendt. DAmendt. D

20.0 0.79 22.5 0.89 23.0 0.91

Handset
Amendt. 6

DASA Spec.DASA Spec.

2373M1E 0007 012373M1E 0007 01

Issue 6Issue 6

15.0 0.59 25.5 1.00 27.0 1.06

and higher HOLMCO DrawingHOLMCO Drawing

30-01-0000030-01-00000

Amendt. EAmendt. E

25.0 0.98 25.5 1.00 27.0 1.06

OVERALL COIL DIAMENTEROVERALL COIL DIAMENTER

TABLE 1TABLE 1


