
Series MG-45 

Electret Microphone 
with Luminous Ring and Gooseneck 

Part No. 82-25-14388 

 
 

 
 

 

 

 For use at mean speech distance (approx. 30 - 50 cm) 

 Green LED luminous ring for display state of readyness 

 Electret microphone with excellent directional effect 

 Very good feedback rejection 

 

Technical specification _________________________________________________________  

Housing .............................................................. zinc diecasting 

Colour ................................................................ black 

Colour of luminous ring .................................... green 

Dimensions ........................................................ microphone: diameter 17 mm, length 34.5 mm, 

 length with gooseneck approx. 280 mm 
Weight ............................................................... approx. 105 g with gooseneck and connector 

Terminals ........................................................... DIN circular connector 6-pole with bayonet lock 

 (RS-Part No. 491-027) 

Tightening torque of bayonet lock .................. 150 (+5) cNm 

Degree of protection ........................................ IP 40 

Temperature range operation: ..................... -20 °C up to +60 °C 
 storage: ......................... -20 °C up to +60 °C 

Acceptable relative humidity ............................  93 % 
 

 

Luminous Ring _________________________________________________________________  

Colour ................................................................ green 

Operating voltage ............................................. 9 up to 30 V 

Current drain ..................................................... approx. 20 mA 
 

 

Electroacoustic specification ___________________________________________________  

Electroacoustic principle ................................... electret 

Nominal output impedance.............................. 2 k up to 6 k f = 1 kHz 

Operating voltage ............................................. 1.5 V up to 6 V 

Current drain ..................................................... approx. 0.5 mA 

Directional characteristic .................................. supercardioid 
Optimal speaking distance ............................... 30 up to 50 cm 

Sensitivity ........................................................... 14 mV/Pa (-37  3 dB), UB = 6 V, RL = 2.2 k, f = 1 kHz 
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Frequency response ________________________________________________ 82-25-14388 

 

 
 
 
 

Connecting diagram ___________________________________________________________  

 

 
 
 
 

Dimensions ____________________________________________________________________  

 

 
 
 
 

Included in delivery ___________________________________________________________  

Microphone with gooseneck and connector, windscreen 
 
 
 

Accessories ____________________________________________________________________  

Windscreen ................... Part No. 27-20-80029 
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