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VSB-No.: 85-23-04

TITLE: NEW OUTPUT CABLE ASSY - ACCORDING FAR 25.853
(F1.7) - COCKPIT MICROPHONE SERIES 85-13-(X)-0X

1. PLANNING INFORMATION

A. EFFECTIVITY

(1) This Vendor Service Bulletin (VSB) is applicable to all
microphones and spare parts listed in table 1 and 2.

No. PNR ACMM/CMM
1. 85-13-03408-01
2. 85-13-03409-01
3. 85-13-03411-01
4. 85-13-03414-01 23-51-40
5. 85-13-03417-01
6. 85-13-06011-01
7. 85-13-05363-02
8. 85-13-05558-02 23-51-05
9. 85-13-09839-02
10. 85-13-06244-03
11. 85-13-06243-03
12. 85-13-06245-03 23-30-17
13. 85-13-06599-03
14, 85-13-09350-03
TABLE 1: MICROPHONE, HAND HELD
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(2) Spares, please refer to table 2
PRE SB POST SB
PNR CABLE PNR CABLE
PNR ACMM/CMM FIG ASSY ITEM | PNR CABLE | ITEM ASSY ITEM | PNR CABLE | ITEM
85-13-03408-01
1 30-09-00051 |-200A | 30-09-00082 |-220A| 30-66-00016 |-200D| 30-66-00006 |-220D
85-13-03409-01
85-13-03411-01
23-51-40 1 30-09-00067 | -200B | 30-09-00083 |-220C| 30-66-00017 | -200E | 30-66-00007 | -220F
85-13-03414-01
85-13-03417-01
1 30-09-00071 | -200C | 30-09-00068 |-220B | 30-66-00018 | -200F | 30-66-00005 | -220E
85-13-06011-01
85-13-06244-03
1A | 30-09-00041 |[-210A| 30-09-00092 |-230A| 30-66-00024 |-210B| 30-66-00008 |-230B
85-13-06243-03
85-13-06245-03 23-30-17
85-13-06599-03 1 30-09-00071 |[-220A | 30-09-00068 |-240B | 30-66-00018 |-220E [ 30-66-00005 | -240E
85-13-09350-03
85-13-05363-02 1 30-09-00067 | -200D | 30-09-00083 |-220B | 30-66-00017 | -200F | 30-66-00007 |-220D
85-13-05558-02 23-51-05
85-13-09839-02 1 30-09-00043 | -200B | 30-09-00097 |-220A| 30-66-00020 |-200E | 30-66-00011 | -220C
TABLE 2: CABLE ASSY & CABLE
85-23-04
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CONCURRENT REQUIREMENTS
FAR 25.853 (F1.7), JTSO C58a, TSO C58a

REASON

The manufacturer change the material of the output cable
to fulfil the requirements of FAR 25.853 (F1.7),
DESCRIPTION

(1)  Accomplishment of this Service Bulletin consist of:
(a) Disassembly cable assy,
(b)  Replacement of cable.
(o) Assembly cable assy.

COMPLIANCE

Recommended

NOTE: BOEING WARRANTY REMEDIES ARE NOT AVAILABLE

FOR THE CONFIGURATION CHANGES, INSPECTION,
AND/OR REPAIR PROCEDURES GIVEN IN THIS SERVICE
BULLETIN.

APPROVAL

This Service Bulletin contains no modification information
that revises the approved configuration according JTSO
C58a and therefore does not required governmental or
other regulatory agency approval.

MANPOWER

The modification described in this VSB use approximate 30
minutes.

WEIGHT AND BALANCE

None

ELECTRICAL LOAD DATA

None

SOFTWARE ACCOMPLISHMENT SUMMARY

None

85-23-04
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L. REFERENCES

— Test Report "Flame Test at FAR 25.853, appendix 1.7"

— Component Maintenance Manuals according Table 1

M. PUBLICATIONS AFFECTED

Component Maintenance Manuals according Table 1

N. INTERCHANGEABILITY AND INTERMIXABILITY OF PARTS
Not applicable

2. MATERIAL INFORMATION

A. MATERIAL PRICE AND AVAILABILITY

No price changing of microphones or spares.

B. INDUSTRY SUPPORT INFORMATION

Destroy and/or throw away the old cables according federal
requirement.

85-23-04
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C.  MATERIAL NECESSARY FOR EACH COMPONENT

(1) Material to be purchased, please refer to Table 3

END UNIT SPARE (FAR25) PLUG
CABLE CABLE HOLMCO ORIGINAL
ASSY (*) PNR PNR
85-13-03408-01 | 30-66-00006 none none none

85-13-03409-01 | 30-66-00006 | 30-66-00016 | 14-15-90025 | PJ 068 (B)
85-13-03411-01
85-13-03414-01 | 30-66-00007 | 30-66-00017 | 14-15-90025 | PJ 068 (B)
85-13-06011-01
85-13-03417-01 | 30-66-00005 | 30-66-00018 | 14-15-90019 | NC-4-MXB
85-15-05363-02 | 30-66-00011 | 30-66-00020 | 14-15-90019 | NC-4-MXB
85-13-05558-02 | 30-66-00007 | 30-66-00017 | 14-15-90025 | PJ 068 (B)
85-13-09839-02 | 30-66-00011 | 30-66-00020 | 14-15-90019 | NC-4-MXB
85-13-06243-03 | 30-66-00009 | 30-66-00021 | 14-15-90025 | PJ 068 (B)
85-13-06244-03 | 30-66-00005 | 30-66-00018 | 14-15-90019 | NC-4-MXB
85-13-06245-03 | 30-66-00010 | 30-66-00023 | 14-15-90017 | NC-6-MXB
85-13-06599-03 | 30-66-00008 | 30-66-00024 | 14-15-00177 | NEUTRICON
85-13-09350-03 SC8

(*) Cable Assy means cable with plug complete.

TABLE 3: MATERIAL TO BE PURCHASED

(2) Material supplied by operator

KEYWORD SPECIFICATION
SOLDER S-SN95AG4CU1

TABLE 4: MATERIAL SUPPLIED

D. MATERIAL NECESSARY FOR EACH SPARE

(1) Material to be purchased
Refer Table 3

(2) Material supplied by operator
Refer Table 4

85-23-04
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E. RE-IDENTIFIED PARTS
(1) Parts to be re-identified by operator:
DESIGNATION |  POST SB 85-23-04 PRE SB 85-23-04
PNR AMDT PNR AMDT

MICROPHONE, | 85-13-03408-01 | A | 85-13-03408-01
HAND HELD | 85-13-03409-01 85-13-03409-01 | 1
85-13-03411-01 85-13-03411-01 | 1
85-13-03414-01 85-13-03414-01 | 2
85-13-03417-01 85-13-03417-01 | 1
85-13-06011-01 85-13-06011-01 | 1
MICROPHONE, | 85-13-05363-02 85-13-05363-02 | 2
HAND HELD | 85-13-05558-02 85-13-05558-02 3

85-13-09839-02

85-13-09839-02

MICROPHONE,
HAND HELD

85-13-06244-03
85-13-06243-03
85-13-06245-03
85-13-06599-03

85-13-06244-03
85-13-06243-03
85-13-06245-03
85-13-06599-03

> >» > >» >|(> > >|(> > > > >

85-13-09350-03 85-13-09350-03

TABLE 5: RE-IDENTIFIED PARTS

F.  TOOLING PRICE AND AVAILABILITY

Refer the actual price lists.

3. ACCOMPLISHMENT INSTRUCTIONS

A. MODIFICATION OF MICROPHONE SERIES 85-13-(X)-01
(REFER IPL/FIG. 1 OF ACMM 23-51-40)

CAUTION: DO NOT OVERHEAT THE COMPONENT LEADS. USE A
HEAT-SINK AND A LOW TEMPERATURE SOLDER IRON
DURING SOLDER WORK.
(1) Refer to ACMM 23-51-40, chapter 4. DISASSEMBLY,
point A6, page 13 to remove the Cable Assy (200) from the
Microphone Housing (260).

(2) Refer to ACMM 23-51-40, chapter 4. DISASSEMBLY,
point A7 (page 14) and A8, (page 15) to remove the Plug
Assy (210, 210A) from the Cable (220A, 220B).

(3)

Replace the cable or the cable assy with one of the spare as
listed in Table 3.

85-23-04
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(4)

(5)

(6)

B.

Refer to ACMM 23-51-40, chapter 8. ASSEMBLY and
STORAGE, point C1, page 18 to install the Plug Assy (210)
on the Cable (220A, 220B).

Refer to ACMM 23-51-40, chapter 8. ASSEMBLY and
STORAGE, point C2, page 20 to install the Plug Assy (210A)
on the Cable (220B).

Refer to ACMM 23-51-40, chapter 8. ASSEMBLY and
STORAGE, point C3, page 21 to install the Cable Assy (200)
into the Microphone Housing (260).

MODIFICATION OF MICROPHONE SERIES 85-13-(X)-02
(REFER IPL/FIG. 1 OF CMM 23-51-05)

CAUTION: DO NOT OVERHEAT THE COMPONENT LEADS.

(1)

(2)

3)

(4)

(5)

(6)

(7)

USE A HEAT-SINK AND A LOW TEMPERATURE
SOLDER IRON DURING SOLDER WORK.

Refer to CMM 23-51-05, chapter DISASSEMBLY, point C6,
page 3003 to remove the Cable Assy (200) from the
Microphone Housing (260).

Refer to CMM 23-51-05, chapter DISASSEMBLY, point C7
(page 3003) to remove the NC-4-MXB plug from the Cable
Assy (220B).

Refer to CMM 23-51-05, chapter DISASSEMBLY, point C9
(page 3005) to remove the PJ-068 plug from the Cable Assy
(220D).

Replace the cable or the cable assy with one of the spare as
listed in Table 3.

Refer to CMM 23-51-05, chapter ASSEMBLY, point C, page
7001 to install the Plug Assy (210) on the Cable (220).

Refer to CMM 23-51-05, chapter ASSEMBLY, point E, page
7003 to install the Plug Assy (210B) on the Cable (220B).

Refer to CMM 23-51-05, chapter ASSEMBLY, point F, page
7005 to install the Cable Assy (200) into the Microphone
Housing (260).
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C.

MODIFICATION OF MICROPHONE SERIES 85-13-(X)-03
(REFER IPL/FIG. 1 AND 1A OF ACMM 23-30-17)

CAUTION: DO NOT OVERHEAT THE COMPONENT LEADS. USE A

(1)

(2)

(3)

(4)

(5)

(6)

(7)

(8)

9)

HEAT-SINK AND A LOW TEMPERATURE SOLDER IRON
DURING SOLDER WORK.

Refer to ACMM 23-30-17, chapter 3. DISASSEMBLY, point
Ab6, page 19 to remove the Cable Assy (1-220, 1A-210) from
the Microphone Housing

(1-310, 1A-270).

Refer to ACMM 23-30-17, chapter 3. DISASSEMBLY, point
A7 (page 19) to remove the Plug Assy (230) from the Cable
Assy (240).

Refer to ACMM 23-30-17, chapter 3. DISASSEMBLY, point
A8 (page 21) to remove the Plug Assy (230A, 230B) from
the Cable (240A, 240B).

Refer to ACMM 23-30-17, chapter 3. DISASSEMBLY, point
A9 (page 22) to remove the Plug Assy (220) from the Cable
(230).

Replace the cable or the cable assy with one of the spare as
listed in
Table 3.

Refer to ACMM 23-30-17, chapter 7. ASSEMBLY and
storage, point C1, page 25 to install the Plug Assy (230) on
the Cable (240).

Refer to ACMM 23-30-17, chapter 7. ASSEMBLY and
storage, point C2, page 27 to install the Plug Assy (230A)
on the Cable (240A, 240B).

Refer to ACMM 23-30-17, chapter 7. ASSEMBLY and
storage, point C3, page 28 to install the Plug Assy (220) on
the Cable (270).

Refer to ACMM 23-30-17, chapter 7. ASSEMBLY and
storage, point C4, page 28 to install the Cable Assy (1-220,
1A-210) into the Microphone Housing (1-310, 1A-270).

85-23-04
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D. MARKING

Use a small waterproofed pencil to fill out the amendment
field (AMDT) of the identification plate with "A".

E. TEST

Test the microphone following the instructions described in
the chapter TESTING of the applicable ACMM/CMM
according Table 1.
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