
SERVICE INFORMATION LETTER

1. EFFECTIVITY

A.A.A.A.A. This Service Information Letter is applicable to headphoneThis Service Information Letter is applicable to headphoneThis Service Information Letter is applicable to headphoneThis Service Information Letter is applicable to headphoneThis Service Information Letter is applicable to headphone
type 8501B4.type 8501B4.type 8501B4.type 8501B4.type 8501B4.

B.B.B.B.B. The headphone 8501B4 will be procurable only until Dec 31/95.The headphone 8501B4 will be procurable only until Dec 31/95.The headphone 8501B4 will be procurable only until Dec 31/95.The headphone 8501B4 will be procurable only until Dec 31/95.The headphone 8501B4 will be procurable only until Dec 31/95.
After 1995 only spare parts are available.After 1995 only spare parts are available.After 1995 only spare parts are available.After 1995 only spare parts are available.After 1995 only spare parts are available.

C.C.C.C.C. An alternate headphone is p/n 95-23-09500-13.An alternate headphone is p/n 95-23-09500-13.An alternate headphone is p/n 95-23-09500-13.An alternate headphone is p/n 95-23-09500-13.An alternate headphone is p/n 95-23-09500-13.

2. REASON

The headphone p/n 95-23-09500-13 fulfils complete theThe headphone p/n 95-23-09500-13 fulfils complete theThe headphone p/n 95-23-09500-13 fulfils complete theThe headphone p/n 95-23-09500-13 fulfils complete theThe headphone p/n 95-23-09500-13 fulfils complete the
acoustical, electrical and environmental performances of theacoustical, electrical and environmental performances of theacoustical, electrical and environmental performances of theacoustical, electrical and environmental performances of theacoustical, electrical and environmental performances of the
type 8501B4.type 8501B4.type 8501B4.type 8501B4.type 8501B4.

3. DESCRIPTION (Ref. Fig. 2)

The new headphone p/n 95-23-09500-13 is equiped with two electro-The new headphone p/n 95-23-09500-13 is equiped with two electro-The new headphone p/n 95-23-09500-13 is equiped with two electro-The new headphone p/n 95-23-09500-13 is equiped with two electro-The new headphone p/n 95-23-09500-13 is equiped with two electro-
dynamic receicerdynamic receicerdynamic receicerdynamic receicerdynamic receicer capsules with 1100 ohms dc resistance connectingcapsules with 1100 ohms dc resistance connectingcapsules with 1100 ohms dc resistance connectingcapsules with 1100 ohms dc resistance connectingcapsules with 1100 ohms dc resistance connecting
in a parallel manner, thus the impedance of the headphone within a parallel manner, thus the impedance of the headphone within a parallel manner, thus the impedance of the headphone within a parallel manner, thus the impedance of the headphone within a parallel manner, thus the impedance of the headphone with
f = 1 kHz is approx. 600 ohms.f = 1 kHz is approx. 600 ohms.f = 1 kHz is approx. 600 ohms.f = 1 kHz is approx. 600 ohms.f = 1 kHz is approx. 600 ohms.

HOLMBERG GMBH & CO. KG
Ohlauer Straße  5-11
10999 Berlin
Telephone: 030 / 617 80 - 0
Telefax : 030 / 618 40 94
FSCM : D 9240

ATA  SYSTEM :  23
(COMMUNICATIONS)

T I T L E : PRODUCTION OF HEADPHONE P/N 8501B4
HAVE BEEN STOPPED

SIL No. 8501-23-01
Page:Page:Page:Page:Page: 1 of 21 of 21 of 21 of 21 of 2
Date:Date:Date:Date:Date: Apr 15/98Apr 15/98Apr 15/98Apr 15/98Apr 15/98
Revision: 1Revision: 1Revision: 1Revision: 1Revision: 1



SERVICE INFORMATION LETTER

SIL No. 8501-23-01
Page:Page:Page:Page:Page: 2 of 22 of 22 of 22 of 22 of 2
Date:Date:Date:Date:Date: Apr 15/98Apr 15/98Apr 15/98Apr 15/98Apr 15/98
Revision: 1Revision: 1Revision: 1Revision: 1Revision: 1

Headphone 8501B4 with electrical diagramHeadphone 8501B4 with electrical diagramHeadphone 8501B4 with electrical diagramHeadphone 8501B4 with electrical diagramHeadphone 8501B4 with electrical diagram
Figure 1Figure 1Figure 1Figure 1Figure 1

Headphone 95-23-09500-13 with electrical diagramHeadphone 95-23-09500-13 with electrical diagramHeadphone 95-23-09500-13 with electrical diagramHeadphone 95-23-09500-13 with electrical diagramHeadphone 95-23-09500-13 with electrical diagram
Figure 2Figure 2Figure 2Figure 2Figure 2

4. WEIGHT

The weight without cable and plug of p/n 85012B4 is approx. 230 gThe weight without cable and plug of p/n 85012B4 is approx. 230 gThe weight without cable and plug of p/n 85012B4 is approx. 230 gThe weight without cable and plug of p/n 85012B4 is approx. 230 gThe weight without cable and plug of p/n 85012B4 is approx. 230 g
and of p/n 95-23-09500-13 is approx. 65 g.and of p/n 95-23-09500-13 is approx. 65 g.and of p/n 95-23-09500-13 is approx. 65 g.and of p/n 95-23-09500-13 is approx. 65 g.and of p/n 95-23-09500-13 is approx. 65 g.

5. PUBLICATIONS AFFECTED

The TDS 23-51-23 is to be scrapped. The ACMM 23-51-41 describedThe TDS 23-51-23 is to be scrapped. The ACMM 23-51-41 describedThe TDS 23-51-23 is to be scrapped. The ACMM 23-51-41 describedThe TDS 23-51-23 is to be scrapped. The ACMM 23-51-41 describedThe TDS 23-51-23 is to be scrapped. The ACMM 23-51-41 described
the new type series 95-23-XXXXX-13.the new type series 95-23-XXXXX-13.the new type series 95-23-XXXXX-13.the new type series 95-23-XXXXX-13.the new type series 95-23-XXXXX-13.
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