
Funk 750 
 

Handset with cradle 

 
 

 
 

Lightweight version 
Handset with PTT button (push-to-talk contact) 

Cradle with hookswitch (changeover contact) 

 

Technical specification _________________________________________________________  

Housing ........................................................... shock-proof plastic housing, self extinguishing acc. to UL 94 V-0 

Colour ............................................................. black, PTT button orange 

Weight Handset without cable .................. approx. 130 g 
 Complete unit ................................ approx. 460 g 

Handset cable ................................................. 6-core PUR coiled cable, 

 coiled length approx. 0.3 m,straight length approx. 1.2 m, 

 PUR outer sheath, self extinguishing acc. to UL 94 V-0, halogen-free 

Terminals ........................................................ 10-pin terminal strip in the cradle 

Degree of protection ..................................... IP 30 

Temperature range ........................................ -25 °C up to +60 °C 

Acceptable relative humidity .........................  93 % 
 

 

Electroacoustic specification ___________________________________________________  

Microphone 

Electroacoustic principle ................................ dynamic 

Directional characteristic ............................... omnidirectional 

DC resistance .................................................. 230   10 % 
Close-talking sensitivity ................................. 2 mV/Pa (-54  3) dB 

 
Receivers 

Electroacoustic principle ................................ dynamic 

DC resistance .................................................. 240   10 % 

Sound pressure level ...................................... 109 dB  3 dB, 1 mW, f = 1 kHz at coupler IEC 318 

Nominal power handling capability .............. 200 mW 

 

 

Frequency response ____________________________________________________________  

 
200 500 1000 2000 5000 10000

Frequency [Hz]

0 dB  20µPa=

S
P
L
 [

d
B

]

100 200 500 1000 2000 5000 10000

Frequency [Hz]

0 dB  1 V/Pa=

S
e
n

si
ti

v
it

y
 [
d

B
]

110

100

120

90

80

-40

-60

-50

-80

-70

m
V

/P
a

10

1

0.1

Measuring distance 16 mm

Microphone Earphone
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Connecting diagram __________________________________________________ Funk 750 

 

 
 

 

Dimensions ____________________________________________________________________  

 

 

 
 
 

Order details 

Complete unit (handset, cable and cradle) Part No. 88-14-14010 
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