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HOLMBERG GMBH & CO.KG

Postfach 140

Ohlauerstraße 5/11
1000 Berlin 36
Telephone: 030/612 60 82
Telefax: 030/6 18 40 94

ENGINEERING ORDER NO: 001 ATA SYSTEM: 23

T I T L E : HUM-PROTECTION OF MICROFON-BASKET FROM HANDSET
89-01-SERIE

1. PLANNING INFORMATION

(1) This Service Bulletin is applicable to all handsets
with the P/N 89-01-SERIE, with no amendt number.

(2) SpaTes

Circuit Board 12-17~00006 für P/N 89-01-07000
Circuit Board 12-17-00005 für P/N 89-01-070XX

A. REASON

Deutsche Airbus have reported that a noise could be

generated if the microphone basket will be touched

with hand or mouth. Investigations have shown, that

one Resistor is on the wrang plaGe.

This Service Bulletin describes the changing of the
resistor.

B. DESCRIPTION

Accomplishment of this Service Bulletin consists cf:

(1) Opening handset

(2) Exchange resistor

(3) Closing handset
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C. COMPLIANCE

Recommended.

D. APPROVAL

None
--~

-~

E. MANPOWER

This Service Bulletin may be accomplished in the
following approximate manhours and elapsed time:

Manhours

Modification (minutes) 4

F. MATERIAL-COST AND AVAILABILITY

(1) Material

Customers should submit a purchase order quoting
this Service Bulletin to:

HOLMBERGGMBH& CO.KG
Postfach 140
Ohlauerstraße 5/11
Telephone: 030/612 60 82
Telefax: 030/6 18 40 94

(2) Cast and Availability

To be negotiated with Holmberg GmbH& Co.KG.

G. TOOLING-PRICE AND AVAILABILITY

None

H. REFERENCE

Service Bulletin A330/340

I. PUBLICATIONS AFFECTED

Component Maintenance Manual 23-73-01

-"~ --- ~---
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DISASSEMBLY HANDSET ASSY

FIGURE 1
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EXCHANGE WRONG RESISTOR

FIGURE 2
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2. ACCOMPLISHMENT INSTRUCTIONS

A. MODIFICATION

Refer to Figure 1 and Figure 2

(1) Modify handset 89-01-Series and/or circuit board.

(a) Remave and retain the screws, item 70, and
the washers, item 80

(b) Remave Handset Back Part, item 30

(c) Resolder the 100 k-ohms resistor

(d) Make a bridge between the first and the third

pin of the 4-pin-connector with a piece of copper-wire.

(e) Install the Handset Back Part, item 30, and

lock it with the washers, item 80, and screws,
item 70.

(f) Use a waterproofed pencil to fiJlout the "Amendt."-
field of the identification sticker with "1".

B. TEST

Check the resistance between the first and the third

pin of the 4-pin-connector with ohmmeter.

The resistance must be approx. zero ohm.

3. MATERIAL INFORMATION

Basis für the following material data is per handset

A. LIST OF COMPONENTS

DESIGNATION DIMENSION

Copper wire,insulated DIA 0.5 mm x 10 mm

(DIA 0.02 in x 0.4 in)
approximate

B. LIST OF MATERIALS-OPERATOR SUPPLIED
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DESIGNATION MATERIAL MANUFACTURER

Solder-wire Sn 60 Kuppers Metallwerk

GmbH, Bonn/Germany

or ether useable solder.


