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HOLMBERG GMBH & CO. KG

Ohlauer Straße 5-11
D-10999 Berlin
Telephone: +49-30-617 80 - 0
Telefax: +49-30-618 40 94

FSCM: D 9240

ENGINEERING ORDER NO.: 002 ATA SYSTEM: 23

T I T L E :

PROTECTION AGAINST EXTRACTION OF CABLE HANDSET 89-01-SERIES

1. PLANNING INFORMATION

(1) This Service Bulletin is applicable to
all handsets P/N 89-01-07XXX delivered
before March 1993,
with no amendment number or with the number 1.

(2) Spares

CORD, COILED 30-01-00003

CORD, COILED 30-02-00003

CORD, COILED 30-03-00003

A. REASON

To give the connection between cable and anti-kink device an additional safety, a cable tie
will be add to the cable in front of the anti-kink device.

D. DESRIPTION

Accomplishment of the Service Bulletin consists of:

(1) Opening the handset.

(2) Mounting the cable bond.

(3) Closing the handset.
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C. COMPLIANCE

Recommended

D. APPROVAL

None

E. MANPOWER

This Service Bulletin may be accomplished in the following approximate manhours and elapsed time.

Modification: two minutes.

F. MATERIAL-COST AND AVAILABILITY

(1) Customers should submit a purchase order quoting this Service Bulletin to:

HOLMBERG GMBH & CO.KG (HOLMCO)

Ohlauer Str. 5-11

Telephone: +49 (0)30-617 80-0

Telefax : +49 (0)30-617 80-200

e-mail: sales@holmco.de

(2) Cost and Availability

To be negotiated with Holmberg GmbH & Co. KG

G. TOOLING  PRICE  AND AVAILABILITY

None

H. REFERENCE

Service Bulletin  A 330/340

J. PUBLICATIONS  AFFECTED

Component Maintenance Manual (CMM) 23-73-01
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BEFORE

AFTER

Figure 1

Cable Tie Mounting
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Figure 2

Disassemble Handset Assy
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2. ACCOMPLISHMENT  INSTRUCTIONS

A. MODIFICATION

Refer to figure 1 and figure 2.

(1) Modify CORD, COILED of handset-series 89-01-07XXX

(a) Remove and retain the screws (60) and the washers (70).

(b) Remove handset back part (80).

(c) Disconnect the cord (260).

(d) Mount the cable tie as shown in figure 1.

(e) Install the cord (260) and the back part (80) and lock it with the washers (70) and
the screws (60).

(f) Use a waterproof pencil to fill out the 'Amendt.'-field of the identification sticker
with "2".

3. MATERIAL INFORMATION

Basis for the following material data is per handset.

A. LIST OF COMPONENTS

DESIGNATION DIMENSION

Cable Tie, plastic Width: approx. 2.4 mm ( 0.1 in )
Lenght: approx. 92 mm ( 3.6 in )

B. LIST OF MATERIAL-OPERATOR SUPPLIED
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Cable Tie TY 23 M plastic Thomas & Betts
Theodor-Heuss-Str. 7-9
D-63329 Egelsbach
GERMANY

or other useable cable tie.


