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HOLMBERG GMBH & CO. KG

Ohlauer Straße 5-11
D-10999 Berlin
Telephone: +49-30-617 80 - 0
Telefax: +49-30-618 40 94

FSCM: D 9240
ATA SYSTEM: 23

(COMMUNICATIONS)

TITLE: HANDSET SERIES 89-01-XXXXX �� CONNECTOR OF MICROPHONE UNIT
 �� MODIFY MICROPHONE UNIT TO IMPROVE RELILIABILITY

1. PLANNING INFORMATION

A. EFFECTIVITY

This Service Bulletin (VSB) is applicable to all handsets with P/N 89-01-07XXX,
Amendt. 4 and P/N 89-01-08524, Amendt. 1.

B. CONCURRENT REQUIREMENTS

None

C. REASON

(1) Operators have reported that malfunctions of the handset's microphone
are often a reason of unscheduled removal of the handset. Investigations
have shown, that often a NO FAULT FOUND analysis in shop was the
result. Several tests have shown, that the only reason must be a small
pollution of the connector between PCB and Microphone Unit.

D. DESCRIPTION

(1) Accomplishment of this Service Bulletin consist of:

(a) Removal of the connector at the Microphone Unit and the PCB.

(b) Soldering of the Microphone Unit to the PCB.
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E. COMPLIANCE

Recommended

F. APPROVAL

(1) This Service Bulletin is approved under the authority of Daimler Benz
Aerospace Airbus.

G. MANPOWER

(1) This Service Bulletin may be accomplished in approx. 0.25 hours.

H. WEIGHT AND BALANCE

None

J. ELECTRICAL LOAD DATA

None

K. SOFTWARE ACCOMPLISHMENT SUMMARY

None

L. REFERENCES

(1) Component Maintenance Manual 23-73-01.

M. PUBLICATIONS AFFECTED

(1) Component Maintenance Manual 23-73-01.

N. INTERCHANGEABILITY AND INTERMIXABILITY OF PARTS

Not applicable
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2. MATERIAL INFORMATION

A. MATERIAL PRICE AND AVAILABILITY

Not applicable

B. INDUSTRIE SUPPORT INFORMATION

Not applicable

C. MATERIAL NECESSARY FOR EACH COMPONENT

(1) Material to be purchased
none

(2) Material supplied by operator

Material                            Qty                           Source          

Solder SN60 As required Local purchaser

D. MATERIAL NECESSARY FOR EACH SPARE

(1) Material to be purchased

Same as para. C.(1)

(2) Material supplied by operator

Same as para. C.(2)

E. RE-IDENTIFIED PARTS

(1) Parts to be re-identified by operator:

NEW P/N                               DESIGNATION              OLD P/N              

89-01-07XXX, Amendt. 5 Handset 89-01-07XXX, Amendt.4

89-01-08524, Amendt. 2 Handset 89-01-08524, Amendt. 1

F. TOOLING PRICE AND AVAILABILITY

Not applicable
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Modification of the Microphone and PCB Assembly

Figure 1
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3. COMPLISHMENT INSTRUCTIONS

A. MODIFICATION (refer to Fig. 1)

(1) Disassembly the handset according CMM 23-73-01.

(2) Cut the wires of the Microphone Unit (item 1) near by the connector.

(3) Bare and tin the wires of the Microphone Unit (item 1) approx. 2 mm (0.07

inch).

(4) Use a small soldering iron and a pump to resolder the connector of the

PCB (item 2).

(5) Clean the solder holes with the pump.

(6) Solder the wires of the Microphone Unit (item 1) into the holes of the PCB

(item 2) according the colors shown in Fig. 1.

(7) Assembly the handset according CMM 23-73-01.

(8) Use a small waterproofed pencil to fill out the "Amendt." field of the

identification plate with "5".

For P/N 89-01-08524 only:

(9) Use a small waterproofed pencil to fill out the "Amendt." field of the

identification plate with "2".

B. TEST

(1) Test the handset's microphone following the instructions for "Testing and

Fault Isolation" in CMM 23-73-01.


