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HOLMBERG GMBH & CO. KG
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D-10999 Berlin
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ATA SYSTEM: 23
Refer EDES 8901-27, 8901-28 and 8901-29

TITLE: COMMUNICATIONS  HANDSET SERIES PNR 89-01-X7XXX 
RE-DESIGN OF CABLE ASSY

1. PLANNING INFORMATION

A. EFFECTIVITY

(1) This Service Bulletin describes the replacement of the cable assy from the handset series 89-
01-07XXX (standard) and 89-01-17XXX (illuminated).

(2) Spares:

PART
NUMBER

NOMENCLATURE IPL
ITEM

CONTENTS
ITEM QTY

30-01-00003
30-02-00003
30-03-00003
30-62-00003

CORD, COILED (BLACK)
CORD, COILED (ERITREA)
CORD, COILED (PEPPERDUST)
CORD, COILED (EXTRA LONG)

270
270A
270B

CABLE
ANTI KINK DEVICE
CONNECTOR
CABLE BRIDGE
CABLE TIE

1
2
2
1
4

Table 1

(3) Handsets with the new cable assy have been marked with AMDT "B"

B. CONCURRENT REQUIREMENTS

(1) JTSO C57a

(2) JTSO C58a

(3) RTCA DO-214

C. REASON

(1) The reliability of the modified cable assy will be increased.
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D. DESCRIPTION

(1) On the bracket side, the connection between cable and Sub-D-connector will be saved with
an additional metal bridge.

(2) The dimension of the cable's coil diameter and length has been changed in accordance to
specification.

340 mm

approx. 23.0 mm

Cable Tie

NEW: Cable bridge (metal)

NEW: Silicone cover

Support Bracket's Base Plate

Handset

approx.

Figure 1
CABLE ASSY

(3) Accomplishment of this Service Bulletin consists of:

(a) Removal of the Cable Assy from the Support Bracket

(b) Removal of the Cable Assy from the Handset

(c) Installation of the Cable Assy to the Handset

(d) Installation of the Housing Back

(e) Installation of the Cable Assy to the Support Bracket

(f) Identification

(g) Test
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E. COMPLIANCE

Not recommended.

F. APPROVAL

This Service Bulletin contains no modification information that revises the approved configuration
and therefore does not require governmental or other regulatory agency approval.

G. MANPOWER

The modification described in this Service Bulletin takes approximately 20 minutes per
Handset.

H. WEIGHT AND BALANCE

None

J. ELECTRICAL LOAD DATA

None

K. SOFTWARE ACCOMPLISHMENT SUMMARY

None

L. REFERENCES

Component Maintenance Manual 23-73-01

M. PUBLICATIONS AFFECTED

(a) SB 89-23-07

(b) Component Maintenance Manual 23-73-01 for Handset Series 89-01-07XXX.

(c) Component Maintenance Manual 23-73-04 for Handset Series 89-01-17XXX.

N. INTERCHANGEABILITY AND INTERMIXABILITY OF PARTS

(a) Handsets interchangeable in two ways and intermixable.

(b) Spares interchangeable in two ways.
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2. MATERIAL INFORMATION

A. MATERIAL PRICE AND AVAILABILITY

PNR NOMENCLATURE AMDT PRICE (*) PRICE
BREAK

DEL. TIME
IN DAYS

30-01-00003 CORD, COILED B 205.90
145.40
111.20

1 to 5
6 to 10
from 11

30

30-02-00003 CORD, COILED B 205.90 none 30

30-03-00003 CORD, COILED B 205.90 none 30

30-62-00003 CORD, COILED B 319.60
236.40
179.50

1 to 5
6 to 10

from 11

30

*)  PRICE  VALIDITY FROM JAN 01/2004 TO DEC 31/2004.

Table 1

B. INDUSTRY SUPPORT INFORMATION

Not applicable

C. MATERIAL NECESSARY FOR EACH COMPONENT

(1) Material purchased by operator: See Table 1

(2) Material supplied by operator: NONE

D. MATERIAL NECESSARY FOR EACH SPARE

(1) Material to be purchased: Not applicable

(2) Material supplied by operator: Not applicable

E. TOOLING PRICE AND AVAILABILITY

Not applicable
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F. RE-IDENTIFIED PARTS

Parts to be re-identified by operator:

NOMENCLATURE POST SB 89-23-07 PRE SB 89-23-07

PNR AMDT PNR AMDT

HANDSET (SERIES) 89-01-07XXX B 89-01-07XXX A

HANDSET (SERIES) 89-01-17XXX B 89-01-17XXX A

Table 2

3. ACCOMPLISHMENT INSTRUCTIONS

A. MODIFICATION

(1) Removal of the Cable Assy from the Support Bracket (refer Fig. 2)

(a) Remove the 2 screws (1) and Washers (2) of the support bracket.

(b) Destroy the cable tie (refer Fig. 1) on the base plate (3).

(c) Pull out the Sub-D connector of the slides (4) and disconnect the connector from the
jack.

3

4

1

2

1

2

5

Figure 2
SUPPORT BRACKET
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(2) Removal of the Cable Assy from the Handset (refer Fig. 3)

(a) Remove the screws (1) and the washers (2) from the housing (3)

NOTE: TO REMOVE THE HOUSING BACK PART (4) USE THE DISMANTLE TOOL
(5) ONLY.

CAUTION: WORK EXACT ACCORDING FIG. 3, STEP 1 TO 3, AND WORK VERY
CAREFULLY THAT THE HOLDING HOOKS INSIDE THE CASE SHALL NOT
BE DESTROYED.

(b) Remove the housing back part (4) from the housing (3) careful with the dismantle tool
(5) as shown in Fig. 3.

(c) Remove the connector of the cable assy (6) from the circuit board and remove the
cable assy (6).

Step 1

Step 2

Step 3

12

3

45

6

4

Figure 3
HANDSET ASSY
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(3) Installation of the Cable Assy to the handset (Refer Fig. 4)

(a) Put the cable assy (1) with its strain relieve into the applicable groove of the main
housing (2).

(b) Plug in the connector of the cable assy (1) to the receptable on the PCB.

(4) Installation of the Housing Back (Refer Fig.4)

(a) Lightly press the housing back (3) against the cable assy (1) and move it into the small
hooks located at the cable outlet of the main housing (2) (Step 1 / Step 2).

(b) Let the housing back (3) snap into the main housing (2) at the microphone side
(Step 3).

(c) Install the washers (4) and the screws (5) to close the handset.

Step 1 Step 2

Step 31

2

3

4

5

Figure 4

(5) Installation of the Cable Assy to the support bracket (Refer Fig. 2)

(a) Put the Sub-D connector of the cable assy in to the slides (4) of the bracket's base
plate (3).

(b) Connect the jack of the A/C interface to the Sub-D connector of the cable assy.

(c) Use a cable tie to lock the cable assy at the bracket's base plate (3).

(d) Install the support assy (5) to the base plate (3) with the washers (2) and the
screws (1).

(6) Identification

(a) Use a small waterproofed pencil to fill out the "AMDT." field of the identification plate
with "B".

B. TEST

Do a full functional test as specified in CMM 23-73-01 and/or 23-73-04.


