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(COMMUNICATIONS)

T I T L E :

NEW DESIGN OF THE AMPLIFIER PRINTED CIRCUIT BOARD FOR HANDSET
SERIES 89-01-096XX-16

1. PLANNING INFORMATION

(1)(1) This Service Information Letter (SIL) describes theThis Service Information Letter (SIL) describes the

modification of the amplifier printed circuit boardmodification of the amplifier printed circuit board

used in the following handsets:used in the following handsets:

89-01-09600 89-01-09600-16

89-01-09601 89-01-09601-16

89-01-09616 89-01-09616-16

(2)(2) Spares:Spares:

The old circuit board P/N: 12-17-90039The old circuit board P/N: 12-17-90039

The new circuit board P/N: 12-21-90012The new circuit board P/N: 12-21-90012

(3)(3) Handsets with the new PCB will be marked withHandsets with the new PCB will be marked with

"Amendt. 1"."Amendt. 1".

A.A. REASONREASON

The manufacturer of OpAmp TA 765 (SIEMENS) used in theThe manufacturer of OpAmp TA 765 (SIEMENS) used in the

past has discontinued production of this integratedpast has discontinued production of this integrated

circuit. As a substitute, type SSM 2135 fromcircuit. As a substitute, type SSM 2135 from ANALOGANALOG

DEVICESDEVICES will be used.will be used.
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B.B. DESCRIPTIONDESCRIPTION (ref. Fig. 1 and 2)(ref. Fig. 1 and 2)

(1)(1) Both OpAmps are not compatible, thus wiring andBoth OpAmps are not compatible, thus wiring and

layout of the microphone preamplifier had to belayout of the microphone preamplifier had to be

completely revised.completely revised.

(2)(2) Additionall the new PCB is equipped with new typesAdditionall the new PCB is equipped with new types

of micro switches as PTT.of micro switches as PTT.

CAUTIONCAUTION:: THE CONNECTION BETTHE CONNECTION BETWEEN MICROPHONE UNIT AND PCB HAS BEENWEEN MICROPHONE UNIT AND PCB HAS BEEN

CHANGED. THE BLACK AND THE BLUE WIRE MUST BE EXCHANGE.CHANGED. THE BLACK AND THE BLUE WIRE MUST BE EXCHANGE.

RED

BLUE

BLACK

YELLOW

1

1

E

B E

BE

1

B

B B
E

E B

B E

EB

B

12-15-00004

HOLMCO

C

LM285-

1.2

150

104

564822

153

393

+

22 µF

20 V

000

TAA

762

102

473

393

823

103

103

561

101

+
1 µF

35 V

22 µF

20V
+

+ 4,7

5

P/N and Amendment of the board without any devices!

000

000

Figure 1Figure 1

OLD AMPLIFIER PCB 12-17-90039OLD AMPLIFIER PCB 12-17-90039
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NEW AMPLIFIER PCB 12-21-90012NEW AMPLIFIER PCB 12-21-90012
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C.C. COMPLIANCECOMPLIANCE

This SIL is only for information. The parameters of theThis SIL is only for information. The parameters of the

end unit before and after modification are the same.end unit before and after modification are the same.

D.D. APPROVALAPPROVAL

NoneNone

H.H. REFERENCEREFERENCE

NoneNone

E.E. MANPOWERMANPOWER

NoneNone

F.F. MATERIAL, COST AND AVAILIBILITYMATERIAL, COST AND AVAILIBILITY

NoneNone

G.G. TOOLING-PRICE AND AVAILIBILITYTOOLING-PRICE AND AVAILIBILITY

NoneNone

H.H. PUBLICATIONS AFFECTEDPUBLICATIONS AFFECTED

NoneNone

2. ACCOMPLISHMENT INSTRUCTIONS

NoneNone

3. MATERIAL INFORMATION

NoneNone


