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HOLMBERG GMBH & CO. KG
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ATA SYSTEM: 23
Refer EDES 9123-02

TITLE: COMMUNICATIONS  HEADSET SERIES PNR 91-23-(X)-07
AND HEADPHONE SERIES 95-23-(X)-13   NEW SPARE PART

1. PLANNING INFORMATION

A. EFFECTIVITY

(1) This Service Bulletin describes a modification of the receiver assy from the headset series 91-
23-X-07 and headphone series 95-23-(X)-13.

(2) Spares:

PART NUMBER
(PNR)

NOMENCLATURE CONTENTS
ITEM QTY

80-34-11737 RECEIVER ASSY RECEIVER 1

33-04-00191 REPLACEMENT KID MOUNTING PLATE

ACOUSTICAL GAUZE

SCREW

1
1
3

TABLE 1

(3) Headsets with the new mounting plate have been marked with AMDT "B"
Headphones with the new mounting plate have been marked with AMDT "A"

B. CONCURRENT REQUIREMENTS

(1) JTSO C57a

(2) JTSO C58a

(3) RTCA DO-214

(4) ARINC 538B

C. REASON

(1) The Receiver Assy 33-04-00015 has been designed together with a Mounting Plate as one
part and/or assy. For the connecting of the Receiver with the Plate the manufacturer had used
an adhesive. This connection could be loose.
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D. DESCRIPTION

(1) The design of the modified Headset and the Headphone will be changed in that manner, that
the Mounting Plate will be fixed to the Receiver Assy with three Screws.

(2) Accomplishment of this Service Bulletin consists of:
(a) Removal of the Mounting Plate
(b) Installation of the new Mounting Plate to the receiver assy
(c) Identification
(d) Test

E. COMPLIANCE

Not recommended.

NOTE: BOEING WARRANTY REMEDIES ARE NOT AVAILABLE FOR THE CONFIGURATION
CHANGES, INSPECTION, AND/OR REPAIR PROCEDURES GIVEN IN THIS SERVICE
BULLETIN.

F. APPROVAL

This Service Bulletin contains no modification information that revises the approved configuration
and therefore does not required governmental or other regulatory agency approval.

G. MANPOWER

The modification described in this Service Bulletin takes approximately 15 minutes per Headset
and/orHeadphone.

H. WEIGHT AND BALANCE

None

J. ELECTRICAL LOAD DATA

None

K. SOFTWARE ACCOMPLISHMENT SUMMARY

None

L. REFERENCES

(a) Component Maintenance Manual 23-51-31 for Headset Series 91-23.(X)-07.

(b) Component Maintenance Manual 23-51-42 for Headphone Series 95-23.(X)-13.

M. PUBLICATIONS AFFECTED

(a) SB 9123-23-06

(b) Component Maintenance Manual 23-51-31 for Headset Series 91-23.(X)-07.

(c) Component Maintenance Manual 23-51-42 for Headphone Series 95-23.(X)-13.

N. INTERCHANGEABILITY AND INTERMIXABILITY OF PARTS

(a) Headsets interchangeable in two ways.

(b) Spares are neither interchangeable nor intermixable.
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2. MATERIAL INFORMATION

A. MATERIAL PRICE AND AVAILABILITY

Refer Table 2. Delivery time: 30 days. Price is valid up to Dec 31/2004.

B. INDUSTRY SUPPORT INFORMATION

Not applicable

C. MATERIAL NECESSARY FOR EACH COMPONENT

(1) Material to be purchased: (refer Table 2)

PART NUMBER CONTENTS PRICE
(PNR) NOMENCLATURE ITEM QTY IN USD

33-04-00191 REPLACEMENT KID MOUNTING PLATE
ACOUSTICAL GAUZE
SCREW

1
1
3

10.00

TABLE 2

(2) Material supplied by operator:

None

D. MATERIAL NECESSARY FOR EACH SPARE

None

E. TOOLING PRICE AND AVAILABILITY

Not applicable

F. RE-IDENTIFIED PARTS

Parts to be re-identified by operator:

DESIGNATION POST SB 9123-23-06 PRE SB SB 9123-23-06

PNR AMDT PNR AMDT

HEADSET 91-23-06578-07 B 91-23-06578-07 A

91-23-06772-07 B 91-23-06772-07 A

91-23-06831-07 B 91-23-06831-07 A

91-23-08237-07 B 91-23-08237-07 A

91-23-09597-07 B 91-23-09597-07 A

91-23-09634-07 B 91-23-09634-07 A

91-23-09635-07 B 91-23-09635-07 A

HEADPHONE 95-23-09500-13 A 95-23-09500-13 1

TABLE 3
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3. ACCOMPLISHMENT INSTRUCTIONS

A. MODIFICATION (refer to Fig. 1 and 2)

(1) Removal of the Mounting Plate (2)

(a) Remove the ear cushion (1) from the Mounting Plate (2).

WARNING: OBEY ALL SAFETY PRECAUTIONS WHEN YOU USE A SCREWDRIVER
AND/OR A KNIFE. YOU CAN CAUSE INJURY TO PERSONS.

CAUTION: DO NOT REMOVE THE SCREWS (5) BEFORE STEP C.

CAUTION: LIFT UP THE MOUNTING PLATE (2) ONLY IF YOU HAVE A POOR
CONNECTION BETWEEN MOUNTING PLATE (2) AND RECEIVER ASSY (3).
IN CASE OF A STRONG CONNECTION STOP THE DISASSEMBLY OF THE
PLATE.

(b) Carefully lift up the Mounting Plate (2) from the Receiver Assy (3) by using an
applicable screwdriver and/or knife.

(c) Remove the screws (5)

12

4

3

2

3 5
Step (a) and (b) Step (b) and (c)

FIGURE 1
REMOVAL OF THE MOUNTING PLATE (2)
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(2) Installation of the new Mounting Plate (2) to the receiver assy (3)

(a) Control the condition of the acoustical gauze (6) at the receiver assy (3). Replace them
if necessary.

NOTE: Do not replace the gauze in case of a good connection to at the receiver.

(b) Center the gauze (6) in the middle of the mounting plate (2).

(c) Press the mounting plate (2) together with acoustical gauze (6) to the receiver
assy (3).

(d) Save the connection with the three new screws (5) and install the ear cushion (1).

12

3 5

6

FIGURE 2
INSTALLATION OF THE MOUNTING PLATE (2)

(3) Identification

(a) For Headsets: Use a small waterproofed pencil to fill out the "AMDT." field of the
identification plate with "B".

(b) For Headphones: Use a small waterproofed pencil to fill out the "AMDT." field of the
identification plate with "A".

B. TEST

None


