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Maintenance data

ATA chapter ................. 23
ATA ref. no. of CMM ...... 23-51-07
EASA authorisation no... EASA.21O.10018417

(ETSO C57a)

Headphone data

Headphone system ..........................................electro-dynamic
Sound pressure level at 1 mW...........................90 dB ± 5 dB re 20 µPa with f = 1 kHz
Power handling capability .................................100 mW per capsule
DC resistance..................................................560 Ohm ± 20 % (280 Ohm per capsule)
Impedance at 1 kHz.........................................600 Ohm ± 20 % (280 Ohm per capsule)

For aircraft emergency procedures

■ For voice transmission even in a noisy
environment

■ Comfortable to wear through soft ear cushions

■ Ideal for aircraft emergency procedures

■ With passive noise reduction

Mechanical data

Weight (total) .................................................265 g (0.584 lbs)
Material of the housing ....................................Polycarbonate (Lexan 940)
Material of the ear cushion................................Polyurethane, surface made of Valtan 16-100
Material of the cable isolation............................Polyurethane
Cable length ...................................................approx. 2,000 mm (approx. 78.7 in.), including connector
Interface connector .........................................PJ-055
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Environmental data

Operating temperature.....................................-15 °C to +70 °C (+5 °F to +158 °F)
Storage temperature........................................-55 °C to +85 °C (-67 °F to +185 °F)
Humidity rating ...............................................agrees with Spec. RTCA DO-160 D, Sect. 6 CAT A

Frequency response curve
(measured accord. RTCA DO-214)
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We reserve the right to change prices, specifications and/or part numbers contained herein when circumstances
make it necessary.

Cable lengthWiring diagram

280 Ohms

280 Ohms

green

plug type
PJ - 055

yellow tip

sleeve

P
J-
05
5

2.
00

m
(7
8.
7
in
.)


