Headphone (Series 95-23)

—~
I—\

For Aircraft Intercom and Radio Systems
(Cockpit)

PNR 95-23-09500-13

HOLMCO

Width: approx. 138 mm
(approx. 5.4 inch)

m  Supra-aural earphones
m Low weight and highly comfortable to wear

m Clip allows fastening the connecting cable to user’s
clothes

DIA approx. 70 mm
(approx. 2.75 inch)

Maintenance data

(approx. 7.0 inch)

ATA chapter.......coovevienins 23

ATA ref. no. of CMM .......... 23-51-42

ETSO authorisation no....... EASA.210.10066904
(ETSO C57a)

Height: approx. 178 mm

Mechanical data

Weight, total.................. 146 g (0.32 |bs) £ 10%
Cable length ........ccueieel. approx. 2.000 mm (78.7 in.)
Interface connector ........ PJ-055

Headphone data

Headphone system ......covviiiiiiiiiiiiii e electro-dynamic

Average sensitivity ..o 90 dB £ 5 dB rel. to 20 yPa at 1 mW per capsule at 1 kHz
Power handling capacity ........cccovviiiiiiiiiiiieen, 100 mW per capsule (in accordance to DIN EN 60268-7)
DC reSiStanCe. . ittt 550 Q £ 20% (1100 Q per capsule)

Impedance at 1 kHz, 2.5V, ,. (10 mW) .............. 600 Q £ 20%

RMS

Environmental data

Operation temperature.........cooviiiiiiiiiiieenens -15°Cto +70 °C (+5 °F to +158 °F)
Storage temperature.........oovviiiiiiii -55 °C to +85 °C (-67 °F to +185 °F)
Humidity rating ......ocoviiii e according to RTCA-DO 160E, 6.0 Cat. A

Frequency response curves Wiring diagram
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We reserve the right to change prices, specifications and/or part humbers contained herein when circumstances
make it necessary.
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