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MODIFICATION OF CABLE ASSY INSTALLED IN HEADPHONE P/N 95-06-04607-06
AND P/N 95-06-08741-06

1. PLANNING INFORMATION

A. Effectivity
1)

This Service Information Letter (SIL) describes th
e modification of the cable assy used in the followi
ng end units:

KEYWORD PART NUMBER AMENDMENT
headphone 95-06-04607-06 -
headphone 95-06-08741-06 -

(2) Spares:

KEYWORD PART NUMBER AMENDT.
Old Cable Assy 30-07-00527 _—
New Cable Assy 30-07-00527 A
Cable 30-07-00526 -
Cable 30-07-00526 A
Anti-Kink Spring 17-10-90013 —
Metal Ring 18-10-90031 _—
Old Anti-Kink Device 18-16-90015 -
New Anti-Kink Device 18-16-90023 —

(3) Handsets with the new Cable Assy will be marked as:

KEYWORD PART NUMBER AMENDMENT
headphone 95-06-04607-06 1
headphone 95-06-08741-06 1
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B. REASON

During the test according RTCA D0-170, para. 4.8.3
"Cord/Connector Flexibility", the cable of the headphone
has been damaged after approx. 15,000 flexural cycles. Ac
cording D0-170 the cable must be withstand a minimum of 2
5,000 flexural cycles.

Figure 1 shows the cord/connector assembly before the modificat
ion.
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Figure 1
Installation of Plug Assy

C. DESCRIPTION (ref. Fig. 2)
1)

Figure 2 shows the cord/connector assembly after modifi
cation.

(2)

To increase the reliability of the Cable Assy, the headpho
ne cable assy will be modified as follows:

(a)

A spring as an anti-kink device will be add to the co
rd/connector assembly (195).
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(b)
A metal ring will be add to the cord/connector
assembly (185)

(c) A second anti-king device (180) will be installed.

(d)
For additional safety all wires has been solder
ed to the plug terminals (white/yellow and brown/gre
en).

The brown and white wires of the cable P/N 30-07-00526 h
as been cutted, Amendt. A of this cable has all (4) wir
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Figure 2
Installation of Plug Assy after Modification
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D. COMPLIANCE

This SIL is only for information.

E. APPROVAL

None

F. REFERENCE
JTSO C57a, RTCA DO-170

G. MANPOWER

None

H. MATERIAL, COST AND AVAILIBILITY

None

J. JTOOLING-PRICE AND AVAILIBILITY

None

K. PUBLICATIONS AFFECTED

Abbreviated Component Maintenance Manual 23-51-07.
SIL 9506-23-01 will be incorporated within the next revis
ion of the document.

2. ACCOMPLISHMENT INSTRUCTIONS

None

3. MATERIAL INFORMATION

None
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