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HOLMBERG GMBH & CO. KG 

Ohlauer Strasse 5-11 
D-10999 Berlin 
Telephone: +49-30-617 80 - 0 
Telefax:  +49-30-618 80 - 200 
e-mail:  info@holmco.de 

FSCM: D 9240 
ATA SYSTEM: 23 

(COMMUNICATION) 
VSIL: 9523-23-02 

S U B J E C T : NEW HEADBAND ASSEMBLY – HEADPHONE SERIES  
PNR 95-23-(X)-13 AND HEADSET PNR 91-23-(X)-07 

APPLICABILITY 

This Vendor Service Information Letter (VSIL) is applicable for 
- Headphone Series with PNR 95-23-(X)-13 
- Headset Series with PNR 91-23-(X)-07 
- Spare parts for those products 
 

NOMENCLATURE PART NUMBER (PNR) APPLICABLE CMM 

HEADPHONE SERIES 
95-23-(X)-13 

95-23-08906-13 
23-51-42 revision 2, dated MAR 19/2014 95-23-09500-13 

95-13-12993-13 

HEADSET SERIES 
91-23-(X)-07 

91-23-06578-07 

23-51-31 revision 10, dated MAR 26/2014 

91-23-06772-07 
91-23-08501-07 
91-23-08502-07 
91-23-08237-07 
91-23-09597-07 
91-23-09634-07 
91-23-09635-07 
91-23-12987-07 
91-23-13054-07 

HEADBAND ASSY 
(SPARE PARTS) 

33-04-00008 23-51-42 revision 2, dated MAR 19/2014 
23-51-31 revision 10, dated MAR 26/2014 33-04-00149 

Table 1 
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REFERENCES 

N/A 

PURPOSE 

Purpose for this VSIL is to inform operators about new headband assembly due to new 
headband cable. 

BACKGROUND 

Manufacturer has recognized easier production and repair process with new headband 
cable. 

EFFECTIVENESS 

Due to the change to a new headband cable all headphones, headsets and headband 
assemblies as mentioned in Table 1 are effected. 

DESCRIPTION 

The new headband cable (Post VSIL 9523-23-02) consists out of two wires, red and white, 
compared to the previous headband cable (Pre VSIL 9523-23-02) which had two wires, red 
and white, plus a screen. 

Both red and white wire of previous headband cable (Pre VSIL 9523-23-02) were used 
together as one connecting wire from PCB to one pole of the second receiver while the 
screen was used as the other connecting wire from PCB to second pole of the second 
receiver. For reference see Figure 1, 1A and 1B. 

For the new headband cable (Post VSIL 9523-23-02) red and white wire are used separately. 
The red wire is connected from PCB to one pole of the second receiver, while the white wire 
is connected from PCB to the other pole of the second receiver. For reference see Figure 2, 
2A and 2B. 
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Pre VSIL 9523-23-02 
 
 
 
 
 
 
 
 
 
 
 
 
 

FOR PNR 95-23-08906-13, 95-23-09500-13 AMDT A, 95-23-12993-13 
Figure 1 / Installation and connecting of headband cable Pre VSIL 9523-23-02 

 
 
Post VSIL 9523-23-02 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

FOR PNR 95-23-08906-13 AMDT A, 95-23-09500-13 AMDT B, 95-23-12993-13 AMDT A 
Figure 2 / Installation and connecting of headband cable Post VSIL 9523-23-02 
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Pre VSIL 9523-23-02 

 

 
 

Figure 1A / Connecting of headband cable Pre VSIL 9523-23-02 
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Post VSIL 9523-23-02 
 

 
 

Figure 2A / Connecting of headband cable Post VSIL 9523-23-02 
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Pre VSIL 9523-23-02 

 

Figure 1B / Installation of headband cable Pre VSIL 9523-23-02 
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Post VSIL 9523-23-02 

 

Figure 2B / Installation of headband cable Post VSIL 9523-23-02 
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Actions 

No specific actions are required 
 

RE-IDENTIFIED Parts 

NOMENCLATURE 
POST VSIL 9523-23-02 PRE VSIL 9523-23-02 

PNR AMDT PNR AMDT 

HEADPHONE SERIES 
95-23-(X)-13 

95-23-08906-13 A 95-23-08906-13 1 

95-23-09500-13 B 95-23-09500-13 A 

95-13-12993-13 A 95-13-12993-13 -- 

HEADSET SERIES 
91-23-(X)-07 

91-23-06578-07 C 91-23-06578-07 B 

91-23-06772-07 C 91-23-06772-07 B 

91-23-08501-07 B 91-23-08501-07 A 

91-23-08502-07 B 91-23-08502-07 A 

91-23-08237-07 C 91-23-08237-07 B 

91-23-09597-07 C 91-23-09597-07 B 

91-23-09634-07 C 91-23-09634-07 B 

91-23-09635-07 C 91-23-09635-07 B 

91-23-12987-07 A 91-23-12987-07 -- 

91-23-13054-07 A 91-23-13054-07 -- 

HEADBAND ASSY 
(SPARE PARTS) 

33-04-00008 A 33-04-00008 -- 

33-04-00149 A 33-04-000149 -- 

Table 2 


