
Series CH-66 
 

Dynamic Hand-held Microphone-Loudspeaker, 
saltwater-proof 

 

 
 

 

 

 

 

 

 

 

 

 

 
 

 

 

 

 

 
 

 

 

 

 

Heavy duty microphone for use in harsh environments 

Waterproof up to 50 cm, 1 h  

Saltwater-proof 

With suspension eye or suspension slot 

 

 
 

Technical specification _________________________________________________________  

Housing .............................................................. shock-proof plastic housing 

Colour ................................................................ black 

Dimensions ........................................................ diameter: 54 mm, height 47 mm 

Weight ............................................................... approx. 120 g without, approx. 200 g with cable 

Terminals ........................................................... 4-core coiled PUR cable, length 45 cm, extended 1.5 m, 

 ends tinned 
Control elements ............................................... 1 resilient push button (1 press-to-talk key) 

Degree of protection ........................................ IP 47 

 protection against effects of immersion up to 50 cm depth, 1 hour, 

 saltwater-proof 

Temperature range operation: ..................... -30 °C up to +60 °C 
 storage: ......................... -40 °C up to +80 °C 

Acceptable relative humidity ............................  93 % 

 

 

 

 

Electroacoustic specification ___________________________________________________  

Directional characteristic .................................. omnidirectional 

DC resistance ..................................................... 5, 10, 50, 100 or 200  
Free-field no-load sensitivity ............................ 5 mV/Pa [(-46  3) dB, rel. 1 V/Pa], R = 200 , f = 1 kHz 

Nominal power handling capability ................. 0.2 W 

Nominal sound pressure level ........................... 82 dB  2 dB, rel. 20 µPa, at 1 W, 1 m distance, f = 1 kHz 
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Frequency response _____________________________________________________ CH-66 

 

 Microphone 
 

 

 Loudspeaker, P = 1 W, measuring distance 1 m 
 

 

 

 

Connecting diagram ___________________________________________________________  

 

 
 

 

 

 

Included in delivery ___________________________________________________________  

Microphone-Loudspeaker 

(Versions with suspension slot include suspension 33-02-00022 and 2 fastening screws) 

 

 

 

 

Order details 

Suspension Part No. Remarks 

Eye 84-15-03712 Please specify 

Slot 84-15-03561 DC resistance 

 

Special models 

 with mounted plug 

 with 7-core coiled PUR cable 

 push button with 2 change-over contacts 
 

 

 


