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HOLMBERG GMBH & CO. KG 
Ohlauer Strasse 5-11 
D-10999 Berlin 
Telephone: +49-30-617 80 - 0 
Telefax: +49-30-618 80 - 200 
e-mail: info@holmco.de 

FSCM: D 9240 
ATA SYSTEM: 23 

(COMMUNICATIONS) 

VSIL: D9240-23-10 

S U B J E C T :  DISCONTINUATION OF SPARE PART PNR 16-12-90003 (SCREW) 

 APPLICABILITY: 

This Vendor Service Information Letter is applicable to the following components: 
89-01-07XXX, 89-01-17XXX, 89-01-27XXX, 89-01-(X)-12, 89-01-(X)-16, 89-01-(X)-18, 91-23-(X)-07 
and 95-23-(X)-13  

 REFRENCES: 

CMM 23-73-01, CMM 23-73-04, CMM 23-73-06, CMM 23-73-05, CMM 23-44-02, CMM 23-73-03, 
CMM 23-51-31 and CMM 23-51-42 

 1. PURPOSE: 

This VSIL intends to inform the operator/costumer that the company Holmberg, trade mark 
HOLMCO, has discontinued the use of the spare part PNR 16-12-90003 in the production of the 
end units as stated under applicability. 

 The PNR 16-12-90003 will be replaced by the new PNR in the respective end units acc. to Table 1 

 
PRE-SIL PNR POST-SIL PNR AFFECTED PARTS AFFECTED CMM 

16-12-90049 

89-01-07XXX 
89-01-17XXX 
89-01-27XXX 
89-01-(X)-12 
89-01-(X)-16 
89-01-(X)-18  

23-73-01 
23-73-04 
23-73-06 
23-73-05 
23-44-02 
23-73-03 

16-12-90003 

16-12-90057 91-23-(X)-07 
95-23-(X)-13 

23-51-31 
23-51-42 

Table 1 
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 2. BACKGROUND: 

The manufacturer company has discontinued the production of the subject screw and the 
stock of the company Holmberg is running low. 

 3. DESCRIPTION 

If a replacement of the screw PNR: 16-12-90003 is necessary, use the new screw 
acc. Table 1. 

4. ACTIONS 

Holmberg has tested this screw, which fits better with the component’s material (plastic). 
Also both screws the old and the new ones are in the respective end units 2-Way 
interchangeable. 


