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HOLMBERG GMBH & CO. KG 
Ohlauer Strasse 5-11 
D-10999 Berlin 
Telephone: +49-30-617 80 - 0 
Telefax: +49-30-618 80 - 200 
e-mail: info@holmco.de 

FSCM: D 9240 
ATA SYSTEM: 23 

(COMMUNICATIONS) 

VSIL: D9240-23-11 

S U B J E C T :  COCKPIT MICROPHONE SERIES 85-13-(X)-0X - USE OF HEAT 
SHRINKABLE TUBE TO SUPPORT THE SOLDERING JOINTS 

 APPLICABILITY: 

This Vendor Service Information Letter is applicable to the following components: 
85-13-XXXXX-01, 85-13-XXXXX-02 and 85-13-XXXXX-03 

 REFRENCES: 

CMM: 23-30-17, 23-51-40 and 23-51-05 

SB: 85-23-04 

 1. PURPOSE: 

This VSIL intends to inform the operator/costumer that the company Holmberg will use the shrinkable 
tube to support the soldering joints as stated in this SIL. 

 2. BACKGROUND: 

Customers/Operators report that the soldering joints at the junction “Cable-Soldering points” are 
breaking. 

 3. DESCRIPTION 
 
 
   CAUTION: THE JOINTS SHOULD BE SOLDERED PROPERLY! 
 

a) When necessary, do the work acc. to the respective referenced CMM and refer to 
SB 85-23-04. 

b) Use a shrinkable tube to support the soldering joints when broken (see Fig.1) 
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a) Switch installed in the microphone           b) Switch separated from the microphone  

Figure1: View of the shrinkable tube supporting the soldering joints 

 

4. ACTIONS 

Holmberg has analyzed the problem and found out that this problem is to be related to the 
consistency of the material used in the production of the cable (refer SB 85-23-04), which 
should satisfy the FAR 25.853 (F 1.7) –Requirements. 

The experience has shown that the use of a shrinkable tube will contain this effect. 


