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ATA SYSTEM: 23 

(COMMUNICATIONS) 

VSIL: D9240-23-16 

S U B J E C T :  NEW LACQUER ON MICROPHONE HOUSING FOR 
HANDHELD MICROPHONE SERIES 85-16-X-05 

This Vendor Service Information Letter (VSIL) is applicable to components as follows: 

HANDHELD MICROPHONE: 

P/N Affected CMM 

85-16-11494-05 
85-16-12022-05 
85-16-12986-05 

CMM 23-51-38 

1. REFERENCES: 
i. EDES: HO-85-16-12022-EDES-A380 
 EDES: HO-85-16-11494-EDES-LR 
 EDES: HO-85-16-11494-EDES-SA 
 EDES: HO-85-16-12986-EDES-A350 
 

ii. Holmco´s Change Request No 2935/12 

2. PURPOSE: 
Lacquer as used for painting microphone housing and microphone head (see figure 1) is 
obsolete. 

 
 
 
 
 
 
 
 
 
 
 
 

Figure 1: Microphone housing and Microphone head 
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3. BACKGROUND: 
Both, microphone body and microphone head will be painted with new lacquer type IGP-
DURA®xal 4201A from now on. The new lacquer is slightly different from the old lacquer type 
in terms of its finish and its gloss level. Please refer to table one for technical data and to 
picture one for optical appearance. 

 

Old: IGP-DURA®soft 4501A New: IGP-DURA®xal 4201A 
Surface aspects 

smooth finish, dull matt smooth finish, deep matt 

gloss level, DIN EN ISO 2813: 0-15; R´/60° gloss level, DIN EN ISO 2813: < 12; R´/60° 

Powder specification 

Particle size: < 100 µm 

Solids: > 99% 

Density according to shade: 1.3 –  1.6 kg/l 

Particle size: < 100 µm 

Solids: about 99% 

Density according to shade: 1.2 –  1.6 kg/l 

Table 1: Lacquer technical data 
 

       

       

Picture 1: Lacquer optical appearance old vs. new 
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4. TESTING: 
Holmberg did tests on microphone with new lacquer without any complains. 
EDES for application in A380, SA and LR approved by Airbus 
EDES for application in A350 still pending 

5. ORDER NUMBER: 
Please refer to the table below regarding order information for microphone housing. 

 
Microphone housing 

P/N without  
modification 

Microphone housing 
P/N with 

modification 
Affected components 

18-10-90059 
18-10-90059 

AMDT: A 

85-16-11494-05 
85-16-12022-05 
85-16-12986-05 

6. ACTIONS 
No specific actions are required. 


