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HOLMBERG GMBH & CO. KG 

Ohlauer Strasse 5-11 
D-10999 Berlin 
Telephone: +49-30-617 80 - 0 
Telefax: +49-30-617 80 - 200 
e-mail: info@holmco.de 

FSCM: D 9240 
ATA SYSTEM: 23 

(COMMUNICATION) 

VSIL: D9240-23-21 

S U B J E C T :  Barometric Pressure 

1. APPLICABILITY 

This VSIL is applicable to all HOLMCO products which have to be tested regarding 
audio parameter. 

2. PURPOSE 

Purpose of this VSIL is to inform Customers and Repair-Shops about changes done 
or have to be done on all CMMs of HOLMCO products which have to be tested 
regarding audio parameter. 

3. REFERENCES 

All CMMs of HOLMCO products which have to be tested regarding audio 
parameter. 

4. DESCRIPTION 

In most of HOLMCO´s CMMs, chapter Testing and Fault Isolation there is a 
requirement mentioned to do all tests under standard laboratory ambient-
conditions like 
- Ambient temperature 
- Barometric pressure 
- Relative humidity 
 
Note! The requirement to do all tests under a specific barometric pressure is not 
needed anymore – see Table 1. 
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Therefore only these two requirements remain 
- Ambient temperature  
- Relative humidity 
 

Standard laboratory ambient conditions for testing 
Pre VSIL Post VSIL 

Ambient temperature Ambient temperature 
Barometric pressure Relative humidity 

Relative humidity  
Table 1 

5. AFFECTED PARTS 

All HOLMCO parts which have to be tested regarding audio parameter. 

6. AFFECTED SPARE PARTS 

All HOLMCO spare parts which have to be tested regarding audio parameter. 

7. ACTIONS 

No specific actions are required 


