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HOLMBERG GMBH & CO. KG 

Ohlauer Strasse 5-11 

10999 Berlin, Germany 

Telephone: +49-30-617 80 - 0 

E-Mail: support@holmco.de 

CAGE Code: D9240 

ATA SYSTEM: 44 

(CABIN SYSTEMS) 

VSIL: D9240-44-021 

SUBJECT: INTRODUCTION OF NEW COILED CORD PNR N40-1Bw0000-z00 
FOR N40 HANDSET SERIES  

APPLICABILITY 

This Vendor Service Information Letter (VSIL) is applicable to following HOLMCO product 

series: 

NOMENCLATURE GENERAL P/N REMARK/CONFIGURATION 

Handset with support bracket 

(Analogue series: N40A) 

N40-1Aw0xyy-10x 

N40-1Bw0xyy-10x 

N40-1Cw0xyy-z0x 

w: Colour code  

1 = Black, 2= Cool, 3 = Warm, 

4 = Pepper Dust, 5= Dawn Dark 

x: Electrical & mechanical interface 

1 = Analogue/Spring retained,  

2 = Analogue/Release Mechanism 

yy: Keyboard configuration 

z: Coiled cord type (length) 

z = 1: Standard, 

z = 3: Adapted Elongated 

Handset with Support Bracket 

(Digital series: N40D) 

N40-1Aw0x0y-z0x 

N40-2Aw0x0y-z0x 

w: Colour code 

x: Electrical & mechanical interface 

x= 3: Spring retained 

x= 4: Release Mechanism 

y: Keyboard type 

y = 1: Flight Deck; y = 2: Cabin 

z: Coiled cord type (length) 

z = 1: Standard, z = 2: Elongated 
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REFERENCES 

A. CMM: 

PRODUCT SERIES CMM REFERENCE 

Handset with support bracket 

(Analogue series: N40A) 

44-10-03 

44-10-07 

Handset with Support Bracket 

(Digital series: N40D) 
44-10-02 

 

B. AIRBUS TFU  23.73.00.113 

 REVISION 

A vertical revision bar in the left hand margin of the respective page highlights all changes 

in subject VSIL. 

 PURPOSE 

Purpose of this VSIL is to inform customers and repair-shops about the introduction and 

availability of the new coiled cord for N40 handset series. 

 BACKGROUND 

Based on an investigation together with AIRBUS and as continuously effort to increase the 

reliability of the N40 handset series, HOLMCO will introduce a new coiled cord for the N40 

handset series. 

 DESCRIPTION 

The new coiled cord will have three aramid strings (refer to Figure 1) to avoid overlengthen 

of the cable and an injection moulded strain relieve to prevent any movements of the wires 

and thus damages of the electrical connection at the handset side.  
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PRE: POST: 

 

 

 

Figure 1 

The new coiled cord will be two-way interchangeable with the current coiled cord and 

introduced by AIRBUS via AIPC for aircraft installation. Please refer to the table below for 

new coiled cord PNR. 

Old Coiled Cord PNR New Coiled Cord PNR 

N40-1Aw0000-z00 N40-1Bw0000-z00 

 w: Colour code  z: Coiled cord type (length) 

 

The new coiled cord PNR will be available for purchase as spare part in September 2021. 

The current coiled cord PNR will still be available for a limited period of time. 

 

The new N40 analogue handset series PNR N40-1Cw0xyy-z0x is already equipped with the 

new cable from the time of manufacture. 

 ACTION 

A. The new coiled cord PNR can be installed as Line Replaceable Item (LRI) on-wing or 

during workshop maintenance as replacement for the current coiled cord without any 

PNR or AMDT change at handset with support bracket level (no change of identification 

plate on end unit).  

Aramid 

strings 
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B. When installing the new coiled cord please pay attention on required colour and length 

according to applicable AIRBUS AIPC or CMM. 

C. Please contact the HOLMCO Product Support team or our authorized distributor 

(published via www.holmco.de ) to order the new coiled cord PNR. 

http://www.holmco.de/

