HOLMCO
VENDOR SERVICE INFORMATION LETTER

HOLMBERG GMBH & CO. KG

Ohlauer Strasse 5-11

10999 Berlin, Germany
Telephone: +49-30-617 80 -0
E-Mail: support@holmco.de

CAGE Code: D9240
ATA SYSTEM: 44
(CABIN SYSTEMS)

VSIL: D9240-44-026

SUBJECT: INTRODUCTION OF NEW SUPPORT BRACKET
ATTACHING SET SPARE PNR FOR
N40 ANALOGUE AND DIGITAL HANDSET SERIES

APPLICABILITY

This Vendor Service Information Letter (VSIL) is applicable to following HOLMCO
product series:

NOMENCLATURE GENERAL PNR REMARK/CONFIGURATION

w: Colour code
1 = Black, 2= Cool, 3 = Warm,
4 = Pepper Dust, 5= Dawn Dark
X: Electrical & mechanical interface

1 = Analogue/Spring retained,
2 = Analogue/Release Mechanism

N40-1AwOxyy-10x
N40-1BwOxyy-10x
N40-1CwO0xyy-z0x

Handset with support bracket
(Analogue series: N40A)

yy: Keyboard configuration

z: Coiled cord type (length)
1 = Standard, 3 = Adopted Elongated

w: Colour code
1 = Black, 2= Cool, 3 = Warm,
4 = Pepper Dust, 5= Dawn Dark

x: Electrical & Mechanical Interface
Handset with Support Bracket | N40-1Aw0x0y-z0x 3 = Digital/Spring retained,
(N40 digital series) N40-2Aw0x0y-z0x 4 = Digital/Release Mechanism
y: Keyboard Type

1 = Flight Deck, 2 = Cabin
z: Coiled cord type (length)

1 = Standard, 2 = Elongated
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REFERENCES
The following CMM is affected:
PRODUCT SERIES CMM REFERENCE
Handset with Support Bracket 44-10-03
(Analogue series: N40A) 44-10-07
Handset with Support Bracket e
(Digital series: N40D 44-10-02

0. REVISION
Changes in subject VSIL are highlighted by a vertical revision bar in the left-hand

margin of the respective page.
1. PURPOSE

A. Purpose of this VSIL is to inform customers and repair-shops about the
introduction of a new Attaching Set spare PNR of Support Bracket for products
listed under APPLICABILITY.

B. The VSIL provides additional information for affected spare parts and necessary

steps for shop maintenance repair.

2. BACKGROUND

The anodized black washers (picture below left) in the Attaching Set are replaced by

washers with no additional surface coating (picture below right). The washers are

N

made from stainless steel.
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3. DESCRIPTION

A. With introduction of the change, the AMDT of the end unit part numbers for
Support Bracket (LRI), and Handset with Support Bracket (LRU/Set) will not

change.

B. With introduction of the changes, the affected spare parts will change as follow:

PRE-VSIL POST-VSIL
DESCRIPTION PNR AMDT PNR & AMDT CMM REFERENCE
44-10-02: Item 260
ISO7089-4-140 ISO7089-4-A2 ;
WASHER (NP) (16-18-00005) - (16-18-00085) 44-10-03: Item 260

44-10-07: Item 260

44-10-02: Item 330
33-03-00053 - 33-03-00053-90A | 44-10-03: Item 330
44-10-07: Item 330

ATTACHING-SET
(FOR SUPPORT BRACKET)

NP = not procurable

4. ACTION

A. The POST and PRE VSIL spare part number are two-way interchangeable.

B. No further action is required on end unit level when a POST VSIL spare PNR is

installed.

C. This VSIL will be incorporated in the next revision of the affected CMM listed in
chapter REFERENCES.
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