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HOLMBERG GMBH & CO. KG 

Ohlauer Strasse 5-11 
D-10999 Berlin 
Telephone: +49-30-617 80 - 0 
Telefax: +49-30-617 80 - 200 
E-Mail: info@holmco.de 

FSCM: D 9240 
ATA SYSTEM: 44 

(CABIN SYSTEMS) 

VSIL: D9240-44-17 

SUBJECT: NEW AIRCRAFT ACOUSTIC TESTER WITH P/N 98-04-14059 

 APPLICABILITY 

This VSIL describes the upgrade of the new Aircraft Acoustic Tester (AAT) with  
P/N 98-04-14059 for testing following handset with support bracket in a repair 
shop or inside an aircraft: 

NOMENCLATURE GENERAL P/N REMARK/CONFIGURATION 

Handset with Support 
Bracket (Analogue Series: 
N40A) 

N40-1AW0XYY-10X 
N40-1BW0XYY-10X 

A: First Version (superseded by B!) 
B: GSM-hardened Version 
W: Color code 
X = 1: Flight Deck 
X = 2: Cabin 
YY: Keyboard configuration 

Handset with Support 
Bracket (Digital Series: N40D) 

N40-1AW0X0Y-Z0X 
N40-2AW0X0Y-Z0X 

A: First version 
W: Color code 
X= 3: Flight Deck 
X= 4: Cabin 
Y: Keyboard Type 
(Y = 1: Flight Deck, Y = 2: Cabin 
Z: Coiled Cord Type  (Length) 
(Z = 1: standard, Z = 2: elongated) 

Handset with Support 
Bracket (Analogue Series: 
N40A) 

89-30-(X)-(Y)-(Z) (X): 3 digits, Hardware 
(Y): 3 digits, Software 
(Z): 3 digits, Appearance 

Handset 89-01-(X)-(Y)-(Z) (X): 3 digits, Hardware 
(Y): 3 digits, Software 
(Z): 3 digits, Appearance 
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NOMENCLATURE GENERAL P/N REMARK/CONFIGURATION 

Handset 89-01-X7YYZ X: Variation 
(X=0: STANDARD handset, 
X=1: ILLUMINATED keyboard 
X=2: EMI protected handset) 
YY: dial key inscriptions 
Z: Color type (see CMM) 

Handset 89-01-XXXXX-16 
89-01-XXXXX-18 

XXXXX: consecutive number 

Table 1-1 

 PURPOSE 

This VSIL gives repair stations the permission to use the Aircraft Acoustic Tester as 
supporting tool. 

 REFERENCES 

Please refer to relevant CMM for Handset with support bracket 
 

HANDSET 
(ELECTRICAL 
INTERFACE) 

CMM NO. 

89-01-XXXXX-16 
89-01-(X)-(Y)-(Z) 

23-44-02 

89-01-07XXX 23-73-01 

89-01-XXXXX-18 
89-01-(X)-(Y)-(Z) 

23-73-03 

89-01-17XXX 23-73-04 

89-01-27XXX 23-73-06 

N40 Digital 44-10-02 

N40 Analogue 44-10-03 

89-30-(X)-(Y)-(Z) 44-10-05 

Table 3‐1 
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 DESCRIPTION 

The new AAT (P/N: 98-04-14059) is a modified Version of the old AAT  
(P/N: 98-04-12348). Now it is possible to test the 89-X handset with or without 
support bracket. The new AAT (P/N: 98-04-14059) combines the test procedures of 
the 89-X AAT (P/N: 98-04-08138) and the N40 AAT (P/N: 98-04-12348).  

The difference between the old AAT and new AAT is that every test procedure 
(N40A, N40D, 89-X) needs an activation code. Please see table 1 in Chapter 2.2 in 
the user manual Ho-P4555-USM-0000-02A for applicable activation code or current 
Holmberg price list for test equipment. 

 AFFECTED PARTS 

See table 1-1 in chapter 1. 

 ACTIONS 

The existing N40 AAT (P/N: 98-04-12348) got an additional option for testing an 
89-X handset. Therefore the P/N 98-04-12348 is obsolete. New P/N for the new AAT 
is 98-04-14059.  

Also the acoustic tester for the 89-X handset (P/N: 98-04-08138) is obsolete. 

Old N40 AAT (P/N: 98-04-12348) devices to be repaired and/or calibrated will be 
modified to new AAT. After modification the P/N from the old AAT device will be 
changed into the P/N of the new AAT. Applicable identification plate(s) will be 
exchanged. 

Older AATs P/N: 98-04-12348 or 98-04-08138 can be used until next calibration date 
or pending repair(s). 
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Overview 

AAT P/N PREVIOUS VSIL POST VSIL 

98-04-12348 

Testing N40 handsets w/ 
support bracket. 

(N40A & N40D) 

Test procedure (N40A, N40D 
and 89-X) depends on 
activation code. 

(see manual of AAT  
Ho-P4555-USM-0000-02A) 

P/N changed in 98-04-14059  

P/N 98-04-12348 is obsolete. 

P/N 98-04-08138 is obsolete. 

98-04-08138 Testing 89-X handset 

Table 6‐1 

 COSTS 

Price list for acoustic tester upgrade: 
 

TYPE PRICE 

AAT old (98-04-12348) to AAT new (98-04-14059) 

 

- if repair is necessary: 

 

- upgrade:  

 

optional upgrade  

 

 

repair costs 

 

official calibration costs 

 

89-X test procedure with: 

- Activation Code 89-X (34-05-00004) 

- Acoustic adapter 89-X (27-18-90424) 

- Dummy test bracket 89-X (98-01-09424) 

 

 

please contact Holmberg 
or see current price list 
for test equipment 
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TYPE PRICE 

89-X AAT old (98-04-08138) to AAT new (98-04-14059) 
(only 89-X test procedure) 

- replacement until Feb 28/2018: 

- replacement from Mar 01/2018:  

 

optional upgrade  

 
 

4100 $ 

please contact Holmberg 
or see current price list 
for test equipment 

N40 test procedure with: 

- N40 A activation code (34-05-00002) 

and/or 

- N40 D activation code (34-05-00003) 

 

please contact Holmberg 
or see current price list 
for test equipment 

Table 7‐1 

For further information see manual for the new AAT Ho-P4555-USM-0000-02A. 
You can download the manual from the Holmberg homepage. 


