
■ Electret microphone with excellent directional
characteristic

■ Excellent protection against audio feedback

■ Integrated over-voltage protection ensures high
operational safety

■ Gooseneck available in two lengths

Series MG-44

Electret microphone with gooseneck

Directional characteristic Speaking distance

Naming scheme for the variant

MG-44-EX

Designation of the product series: Microphone with Gooseneck

Electroacoustic principle: Electret

Speaking distance: Proximity or Medium

Available in two versions:
■ For proximity use (approx. 5 cm)
■ For medium use (30 to 50 cm)
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Supercardioid

■ Maximised sound
pick-up from the front
half

■ Strong attenuation
from the back half

■ Minimum sensitivity
at ±125°

■ Picks up sound mostly
from the front

■ Greatly attenuates
sound from the sides

■ Minimum sensitivity
at ±115°

■ Picks up the least
amount of ambient
sound
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Mechanical specifications

Housing ...................... zinc diecast
Colour......................... anthracite or light grey
Dimensions of the microphone:

Diameter ............... 17 mm
Length .................. 34.5 mm

Weight ........................ approx. 100 g with
gooseneck Ø 9 × 226 mm

Cable:
Type ..................... 2-cored PUR cable,

shielded
Length .................. approx. 1.1 m from

microphone
Terminal ................ open, ends tinned

Electroacoustic specifications

Electroacoustic principle ..Electret
Nominal output
impedance.....................2 k� bis 6 k� 1

Current drain .................approx. 0.5 mA

1 f = 1 kHz

Environmental specifications

Degree of protection ..... IP 40 1

Temperature range:
Operation .............. -20 °C to +60 °C 2

Storage ................. -55 °C to +70 °C 2

Relative humidity ......... ≤ 93%3

1 acc. to DIN EN 60529
2 Nb acc. to DIN EN 60068-2-14
3 Db acc. to DIN EN 60068-2-30

Included in delivery

Microphone with gooseneck

Accessories & spare parts

Windscreen.................. Part No. 27-20-80029

Specifications common to all models

Connecting diagram

Dimensions
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The technical specifications given in this section are valid for all models of the series MG-44-E. Specifications
that only apply to certain models will be given in their respective sections.
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MG-44-EP ‒ model specific information

Order details

Electroacoustic specifications

Operating voltage...........1.5 V to 10 V
Directional characteristic .hypercardioid
Speaking distance ..........approx. 5 cm
Sensitivity .....................9 mV/Pa 1

1 [-41 ± 3 dB, rel. 1 V/Pa], UB = 6 V, RL = 2.2 k�, 1 kHz, 4 cm

Frequency response

Colour Gooseneck Part No.

anthracite
� 9 x 226 mm 82-24-11709

� 9 x 415 mm 82-24-11710

light grey
� 9 x 226 mm 82-24-11713

� 9 x 415 mm 82-24-11714
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The microphone MG-44-EP is particularly well
suited for close-talking applications in an
environment with high ambient noise.
Thanks to its excellent directional characteristic,
ambient noise is effectively suppressed and the
danger of an acoustic feedback is minimised.
The complete microphone is delivered with a
gooseneck. Two different gooseneck lengths are
available in order to adapt the microphone to the
particular application.

Models with features combinations not listed in the table above may be made available upon request. Feel free
to contact us with your requirements.
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MG-44-EM ‒ Model specific information

Frequency response

anthracite

Electroacoustic specifications

Operating voltage...........1.5 V to 6 V
Directional characteristic .Supercardioid
Speaking distance ..........30 cm to 50 cm
Sensitivity .....................16 mV/Pa 1

1 [-36 ± 3 dB, rel. 1 V/Pa], UB = 6 V, RL = 2.2 k�, 1 kHz, 1 m

Order details
Colour Gooseneck Part No.

anthracite
� 9 x 226 mm 82-24-11711

� 9 x 415 mm 82-24-11712

light grey
� 9 x 226 mm 82-24-11715

� 9 x 415 mm 82-24-11716

The microphone MG-44-EM is intended for PA
systems, control desks, for mounting on tables,
walls as well as into vehicles.
Thanks to its excellent directional characteristic,
ambient noise is effectively suppressed and the
danger of an acoustic feedback is minimised.
The complete microphone is delivered with a
gooseneck. Two different gooseneck lengths are
available in order to adapt the microphone to the
particular application.

Models with features combinations not listed in the table above may be made available upon request. Feel free
to contact us with your requirements.
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